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Pilot Operated Check Valves

PILOT OPERATED
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X, L Controls B, E, P Controls
©) a Cartridge Dimensions
Pilot ° Locating Typical c Installation
: Shoulder Capacity Cartridge Cavity a b Torque
| Model Code X,B,E,P L Ib. ft.
a 7.5 GPM CKBB - XCN T - 163A 1.22 3/4” 1.25 1.76 25/30
Vgl@ 15 GPM CKCB - XCN T - 11A 1.38 7/8" 1.19 2.50 30/35
ve
30 GPM CKEB - XCN T -2A 1.38 11/8" 1.38 2.81 45/50
Load @ 60 GPM CKGB - XCN T -17A 1.81 11/4" 181 3.28 150/160
120 GPM CKIB - XCN T - 19A 2.50 15/8" 2.31 3.94 350/375
Performance Curves
CKB* CKC* CKE* CKG* CKI*
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Flow = GPM Flow = GPM Flow = GPM Flow = GPM Flow = GPM

Maximum operating pressure = 5000 psi

Maximum valve leakage = 1 drop/min.

CKBB, CKBD available only with 30 psi or 75 psi check valve cracking pressures.

CK*D has sealed pilot for usein circuits where cross port leakage is undesirable.

CK*B has unsealed pilot to allow air trapped in the pilot line to be purged from the circuit.

OPTION ORDERING INFORMATION Mode Codesprinted in Red are Preferred Versions and most readily available

CK [
T T

[TT]

Nominal

T L

Capacity | Version | Control** Cracking Pressure Seal

B* 7.5 GPM B Bleed through Pilot X Standard Pilot A 4ps N BunaN
C 15GPM D Seded Pilot Piston L Manua Load B 15ps V Viton

Release
E 30GPM C 30psi

B 1/4" BSPPExternal

G 60 GPM Pilot Port 3 blocked D 50psi
I 120 GPM E SAE-4Externd E 75ps

Pilot Port 3 blocked

F 100psi

P 1/4" NPTF Externa
Pilot Port 3 blocked

* CKBB, CKBD available
with C and E Cracking
Pressures Only.

* %

See page 162 for information
on Control Options

Visit www.sunhydraulics.com for detailed and complete technical information on our full line of products.
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Pilot Operated Check Valves

ATMOSPHERICALLY REFERENCED, 3 PORT CAVITY
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Sheal de% . Cartridge Dimensions .
? Typlct?l b [+ Installation
Capacity Cartridge Cavity a Torque
g " Model Code X L s (Ib. ft.)
1
® 15 GPM CKCV - XCN T - 11A 1.38 718’ 1.99 2.24 1.68 30/35
Vave ) (rF 30 GPM CKEV-XCN T -2A 138 118 231 256 20 45/50
C 60 GPM CKGV - XCN T - 17A 181 114 2.78 3.02 247 150/160
Inlet D 120 GPM CKIV - XCN T - 19A 250 15/8” 3.30 3.77 - 350/375
Performance Curves
CKCV CKEV CKGV CKIV
Typical Pressure Drop
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Flow = GPM Flow = GPM Flow = GPM Flow = GPM

=  Maximum operating pressure = 5000 psi
=  Maximum valve leakage = 1 drop/min.

= Approximately 1 drop of fluid will pass from the pilot area to the vented spring chamber every
4000 cycles.

OPTION ORDERING INFORMATION Mode Codesprinted in Red are Preferred Versions and most readily available

CKOV - 000
=y T T T

Nominal | | - |
Capacity Control** Cracking Pressure Seal
C 15GPM X Standard Pilot A 4ps N BunaN
E 30GPM S Externa SAE-4 B 15ps V Viton
Vent Port
G 60GPM C 30ps
L Manua Load
| 120 GPM Release Externa D 50ps
Vent
E 75ps
F 100ps

** See page 162 for information
on Control Options

Visit www.sunhydr aulics.com for detailed and complete technical information on our full line of products.
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Pilot Operated Check Valves

VENTED, 4 PORT CAVITY
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® Cartridge Dimensions
Pilot Locating Typical c Installation
k- Shoulder Capacity Cartridge Cavity a b Torque
Model Code X L (Ib. ft.)
. a 15 GPM CVCV - XCN T - 21A 1.38 718’ 211 2.34 30/35
Vglzjve C 30 GPM CVEV - XCN T - 22A 138 11/8” 234 2.56 45/50
; 2 60 GPM CVGV - XCN T - 23A 181 114 2.81 3.03 150/160
120 GPM CVIV - XCN T - 24A 250 15/8” 3.50 3.77 350/375
Load @
Performance Curves
cvcv CVEV CVGvV CvViv
Typical Pressure Drop
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Flow = GPM Flow = GPM Flow = GPM Flow = GPM

=  Maximum operating pressure = 5000 psi
=  Maximum valve leakage = 1 drop/min.

= Port 4 (vent) should never be blocked as seal weepage will eventually cause valve to malfunction.

= Will accept pressure at port 4 (vent) but cannot exceed 5000 psi.

OPTION ORDERING INFORMATION Mode Codesprinted in Red are Preferred Versionsand most readily available

N

cVOoVv -
T T T T

Nominal | | !
Capacity Control** Adjustment Range
C 15GPM X Standard Pilot A 4ps
E 30GPM L Manua Load B 15ps
Release
G 60GPM C 30ps
| 120 GPM D 50ps
E 75ps
F 100ps

** See page 162 for information
on Control Options

| Seal
N Buna-N

V Viton

Visit www.sunhydraulics.com for detailed and complete technical information on our full line of products.
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