
12.129UK Sandwich Body Catalogue 12/94 #999-906-101

CD #999-901-105 Rev. 01-JAN-95

ISO 05 SANDWICH BODIES
• Aluminium rated to 210 bar and SG Iron rated to 350 bar.

• See page viii for ordering cartridge/body and seals.  Pressure ratings, material specifications on page xiv.

Pilot Operated Check Valves

FUNCTION

On A 
Pil t f B

G
Pilot from B

Gauge Port
(Plugged)

ALUMINIUM SG IRONg
(Plugged)

Model Code List  Price Model Code List  Price

.25 NPTF BBA BBA/S

.25 BSPP BBA/M BBA/T

FUNCTION

ALUMINIUM SG IRON
Model Code List  Price Part  Number List  Price

TYPICAL CARTRIDGES USED WITH BODIES SHOWN ABOVE

2 3 Pilot–to–Open Check Valve 3:1 Pilot Ratio2 3 Pilot–to–Open Check Valve, 3:1 Pilot Ratio  

1 CKEB Page 4.16

 

OTHER VALVES:

P.
O
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H

E
C

K
05

p t b a

P T B A

T–2A Cavity
Locating Shoulder 

Depth 29,7

0

0

T

P

B A

0

0

G

76,2

27,9

29,2

12,7

63,5

49,3

33,5

16,0

(5) – 014 O–rings



12.130UK Sandwich Body Catalogue 12/94 #999-906-101

CD #999-901-105 Rev. 01-JAN-95

ISO 05 SANDWICH BODIES
• Aluminium rated to 210 bar and SG Iron rated to 350 bar.

• See page viii for ordering cartridge/body and seals.  Pressure ratings, material specifications on page xiv.

Pilot Operated Check Valves

FUNCTION

On A 
Pilot from BPilot from B
Vent to T

ALUMINIUM SG IRON
Model Code List  Price Model Code List  Price

NBA NBA/S

Pilot Operated Check Valves

FUNCTION

On B 
Pilot from APilot from A
Vent to T

ALUMINIUM SG IRON
Model Code List  Price Part  Number List  Price

NBB NBB/S

TYPICAL CARTRIDGES USED WITH BODIES SHOWN ABOVE

2 3 Vented Pilot–to–Open Check Valve, 
3 1 Pil t R ti

2 3 Vented Pilot to Open Check Valve, 
3:1 Pilot Ratio  

41 CVEV Page 4.22

 

OTHER VALVES:

P.
O

. C
H

E
C

K
05

p t b a

P T B A

T–22A Cavity
Locating Shoulder 

Depth 33,3

1,3

TT

P

B A

0

0

0

0

76,2 45,0

27,4 63,5

19,0

62,0

(5) – 014 O–rings

SOLENOID
VALVE

45,0

62,0

63,5

T–22A Cavity
Locating Shoulder 

Depth 33,3
TT

P

B A

0

0

0

0

1,3

76,2

63,5
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19,0

27,4

(5) – 014 O–rings

SOLENOID
VALVE

p t b a

P T B A



12.131UK Sandwich Body Catalogue 12/94 #999-906-101

CD #999-901-105 Rev. 01-JAN-95

ISO 05 SANDWICH BODIES
• Aluminium rated to 210 bar and SG Iron rated to 350 bar.

• See page viii for ordering cartridge/body and seals.  Pressure ratings, material specifications on page xiv.

Pilot Operated Check Valves

FUNCTION

On B
Pil t f A

G
Pilot from A

Gauge Port
(Plugged)

ALUMINIUM SG IRONg
(Plugged)

Model Code List  Price Model Code List  Price

.25 NPTF BBB BBB/S

.25 BSPP BBB/M BBB/T

FUNCTION

ALUMINIUM SG IRON
Model Code List  Price Part  Number List  Price

TYPICAL CARTRIDGES USED WITH BODIES SHOWN ABOVE

2 3 Pilot–to–Open Check Valve 3:1 Pilot Ratio2 3 Pilot–to–Open Check Valve, 3:1 Pilot Ratio  

1 CKEB Page 4.16

 

OTHER VALVES:

P.
O

. C
H

E
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K
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p t b a

P T B A

T–2A Cavity
Locating Shoulder 

Depth 29,7 T
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0
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16,0

30,2
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(5) – 014 O–rings



12.132UK Sandwich Body Catalogue 12/94 #999-906-101

CD #999-901-105 Rev. 01-JAN-95

ISO 05 SANDWICH BODIES
• Aluminium rated to 210 bar and SG Iron rated to 350 bar.

• See page viii for ordering cartridge/body and seals.  Pressure ratings, material specifications on page xiv.

Pilot Operated Check Valves

FUNCTION

On A and  B
CCross–Piloted

ALUMINIUM SG IRON
Model Code List  Price Model Code List  Price

BBY BBY/S

FUNCTION

ALUMINIUM SG IRON
Model Code List  Price Part  Number List  Price

TYPICAL CARTRIDGES USED WITH BODIES SHOWN ABOVE

2 3 Pilot–to–Open Check Valve 3:1 Pilot Ratio2 3 Pilot–to–Open Check Valve, 3:1 Pilot Ratio  

1 CKEB Page 4.16

 

OTHER VALVES:

p t b a

P T B A

T–2A Cavity
Locating Shoulder 

Depth 17,5
2 places.

T

P

B A

0

0
0

76,2 26,926,9

63,5

49,3

36,1

19,0 19,0

33,00

(5) – 014 O–rings
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12.133UK Sandwich Body Catalogue 12/94 #999-906-101

CD #999-901-105 Rev. 01-JAN-95

ISO 05 SANDWICH BODIES
• Aluminium rated to 210 bar and SG Iron rated to 350 bar.

• See page viii for ordering cartridge/body and seals.  Pressure ratings, material specifications on page xiv.

Pilot Operated Check Valves

FUNCTION

On A and B
Cross–PilotedCross–Piloted
Vents to T

ALUMINIUM SG IRON
Model Code List  Price Model Code List  Price

NBY NBY/S

TYPICAL CARTRIDGES USED WITH BODIES SHOWN ABOVE

2 3 Vented Pilot–to–Open Check Valve, 
3 1 Pil t R ti

2 3 Vented Pilot to Open Check Valve, 
3:1 Pilot Ratio  

41 CVEV Page 4.22

 

OTHER VALVES:

C
O

U
N

T
E

R
B

A
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N
C

E
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T–22A Cavity
Locating Shoulder 

Depth 33,3
2 places.

1,3

TT

P

B A

0
0

0
0

76,245,0

19,0

27,4

45,0

27,4 63,5

19,0

62,0

(5) – 014 O–rings

SOLENOID
VALVE

p t b a

P T B A


