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Pilot Operated Check Valves

PILOT OPERATED
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@ a Cartridge Dimensions
Pilot ° Locating Typical c Installation
: Shoulder Capacity Cartridge Cavity a b Torque
| Model Code X,B,E,P L (Nm)
a 30 L/min. CKBB - XCN T - 163A 31 19,1 32 43 35/40
Vgl@ 60 L/min. CKCB - XCN T - 11A 34,9 22,2 31 62 40/50
ve
120 L/min. CKEB - XCN T -2A 34,9 28,6 35 72 60/70
Load @ 240 L/min. CKGB - XCN T -17A 46 31,8 46 84 200/215
480 L/min. CKIB - XCN T - 19A 63,5 41,3 59 100 465/500
Performance Curves
CKB* CKC* CKE* CKG* CKI*
Typical Pressure Drop
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=  Maximum operating pressure = 350 bar

=  Maximum valve leakage = 0,07 cc/min.

= CKBB, CKBD available only with 2 bar or 5 bar check valve cracking pressures.

= CK*D has sealed pilot for use in circuits where cross port leakage is undesirable.

= CK*B has unsealed pilot to allow air trapped in the pilot line to be purged from the circuit.

OPTION ORDERING INFORMATION Mode Codesprinted in Red are Preferred Versions and most readily available

CKMm - OO
T T TTT

Nominal : :

Capacity | Version | Control** | Cracking Pressure Seal
B* 30 L/min. B Bleed through Pilot X Standard Pilot A 03bar N BunaN
C 60L/min. D Seded Pilot Piston L Manua Load B 10bar V Viton

Release
E 120L/min. C 20bar
B 1/4" BSPPExternal

G 240 L/min. Pilot Port 3 blocked D 35bar
I 480 L/min. E SAE-4 Externd E 50bar

Pilot Port 3 blocked

F 7,0bar
P 1/4" NPTF Externa
Pilot Port 3 blocked

* CKBB, CKBD available
** See page 162 for information with C and E Cracking
on Control Options Pressures Only.

Visit www.sunhydraulics.com for detailed and complete technical information on our full line of products.
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Pilot Operated Check Valves

ATMOSPHERICALLY REFERENCED, 3 PORT CAVITY
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f Typi caall b [+ Installation
Capacity Cartridge Cavity a Torque
g " Model Code X L s (Nm)
1
60 L/min. CKCV - XCN T - 11A 34,9 22,2 51 57 43 40/50
Valve ) (GH- 120L/min.  CKEV-XCN T -2A 349 286 59 65 51 60/70
240 L/min. CKGV - XCN T - 17A 46 31,8 71 77 63 200/215
Intet D 480L/min.  CKIV —XCN T -19A 635 413 84 % 84 465/500
Performance Curves
CKCV CKEV CKGV CKIV
Typical Pressure Drop
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=  Maximum operating pressure = 350 bar
=  Maximum valve leakage = 0,07 cc/min.

= Approximately 0,07 cc of fluid will pass from the pilot area to the vented spring chamber every
4000 cycles.

OPTION ORDERING INFORMATION Mode Codesprinted in Red are Preferred Versions and most readily available

CKQ_V - 0o

I T L

Nominal | | ) |
Capacity Control** Cracking Pressure Seal
C 60L/min. X Standard Pilot A 0,3bar N BunaN
E 120L/min. S Externd SAE-4 B 1,0bar V Viton
Vent Port
G 240L/min. C 2,0bar
L Manua Load
| 480 L/min. Release External D 35bar
Vent
E 50bar
F 7,0bar

** See page 162 for information
on Control Options

Visit www.sunhydr aulics.com for detailed and complete technical information on our full line of products.
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Pilot Operated Check Valves

VENTED, 4 PORT CAVITY

Full Adjustment 5 Turns @
. T
L Control —x - .
X Control @ @
| |
’ =
@
Vent
® Cartridge Dimensions
Pilot Locating Typical c Installation
- Shoulder Capacity Cartridge Cavity a b Torque
Model Code X L (Nm)
a 60 L/min. CVCV - XCN T - 21A 349 22,2 54 60 40/50
@ 120 L/min. CVEV - XCN T - 22A 349 28,6 60 65 60/70
valve | (]
; 2 240 L/min. CVGV - XCN T - 23A 46 31,8 72 7 200/215
480 L/min. CVIV - XCN T - 24A 63,5 41,3 89 96 465/500
Load @
Performance Curves
cvcv CVEV CVGV Cviv
Typical Pressure Drop
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=  Maximum operating pressure = 350 bar

=  Maximum valve leakage = 0,07 cc/min.

= Port 4 (vent) should never be blocked as seal weepage will eventually cause valve to malfunction.
= Will accept pressure at port 4 (vent) but cannot exceed 350 bar.

OPTION ORDERING INFORMATION Mode Codesprinted in Red are Preferred Versionsand most readily available

cvVOVv - OO0
T T TT

Nominal |

Capacity Control** | Adjustment Range | Seal
C 60L/min. X Standard Pilot A 0,3bar N Buna-N
E 120L/min. L Manua Load B 1,0bar V Viton

Release
G 240L/min. C 2,0bar
| 480 L/min. D 35bar
E 5,0 bar
F 7,0bar

** See page 162 for information
on Control Options

Visit www.sunhydraulics.com for detailed and complete technical information on our full line of products.

46 UK Shortcut Catalogue #999-901-244




	TEST: 
	162: 
	SunWeb: 


