
12.073UK Sandwich Body Catalogue 12/94 #999-906-101

CD #999-901-105 Rev. 01-JAN-95

ISO 03 SANDWICH BODIES
• Aluminium rated to 210 bar and SG Iron rated to 350 bar.

• See page viii for ordering cartridge/body and seals.  Pressure ratings, material specifications on page xiv.

FUNCTION

ALUMINIUM SG IRON
Model Code List  Price Model Code List  Price

Circuit Savers

FUNCTION

2

Pilot Choke

1

Pilot Choke

ALUMINIUM SG IRON
Model Code List  Price Part  Number List  Price

YNAA–LDN–AA YNAA–LDN–AA/S
C

IR
C

U
IT

 S
A

V
E

R
03

p t b a

P T B A YX

yx

T

A B

P

1,3

50,0
Maximum

0

0

0

0

PBDB–LQNNFCC–LDN

57,223,9 39,6

43,2

44,5  
NOTCH

Locating Pin

2

1

51,6
Maximum

(4) – 012 O–rings

 
NOTCH

p t b a

P T B A
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CD #999-901-105 Rev. 01-JAN-95

ISO 03 SANDWICH BODIES
• Aluminium rated to 210 bar and SG Iron rated to 350 bar.

• See page viii for ordering cartridge/body and seals.  Pressure ratings, material specifications on page xiv.

Circuit Savers

FUNCTION

2

Shuttle
A and B

1

A and B
Output External

ALUMINIUM SG IRON
Model Code List  Price Model Code List  Price

GBS GBS/S

Circuit Savers

FUNCTION

Checks from 
A and B–AdapterA and B–Adapter
to ISO 05 w/Y Port

ALUMINIUM SG IRON
Model Code List  Price Part  Number List  Price

EBS EBS/S

TYPICAL CARTRIDGES USED WITH BODIES SHOWN ABOVE

2 Port Shuttle Valve Signal External
21 2 Port Shuttle Valve, Signal External  
21

Ext. CSAA Page 10.09 (use with GBS)

3 Port Back–to–Back  Check Valve, Signal at
P t 321
3 Port Back to Back  Check Valve, Signal at
Port 3

Ext. CDABPage 10.10 (use with EBS)

 

OTHER VALVES:

C
IR

C
U

IT
 S

A
V

E
R

03

p t b a

P T B A

T–13A Cavity
Locating Shoulder 

Depth 2,3

T

A B

P

1,3

 
 

 
 

 
 

 
 

6,4

0

0 0

0

57,2

44,5

30,2

15,0

22,4
 NOTCH

Locating Pin

2

1 NOTCH

NOTCH

A1

B1

(4) – 012 O–rings

0
0 0

0

Y

12,3 63,5

18,3

36,6

T–11A Cavity
Locating Shoulder 

Depth 17,5

91,9

(5) – 014 O–rings

P

A B

T T

(1) – 010 O–rings

p t b a

P T B A Y
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ISO 03 SANDWICH BODIES
• Aluminium rated to 210 bar and SG Iron rated to 350 bar.

• See page viii for ordering cartridge/body and seals.  Pressure ratings, material specifications on page xiv.

Circuit Savers

FUNCTION

2 Pressure
Compensator

1

Compensator
(Restrictive)

2 Pressure
Compensator

1

p
(Restrictive)
w/Load–Sensing Port

Shuttle
Cartridge

External Shuttle
Port

ALUMINIUM SG IRON
Cartridge Port

Model Code List  Price Model Code List  Price

CSAB–XXN None YFCG–XHN–AA YFCG–XHN–AA/S

CSAB–AXN SAE-4 YFCJ–XHN–AA YFCJ–XHN–AA/S

CSAB–BXN .250 BSPP YFCJ–XHN–AA/M YFCJ–XHN–AA/T

Circuit Savers

FUNCTION

2 Pressure
Compensator

1

Compensator
(Bypass)

ALUMINIUM SG IRON
Model Code List  Price Part  Number List  Price

YFCK–XHN–AA YFCK–XHN–AA/S

C
IR

C
U

IT
 S

A
V

E
R

03

p t b a

P T B A

 NOTCH

Locating Pin
1,3

T

A B

P

0

0 0

0

57,2 19,0

44,5

63,5

12,7

LPDC–XHN

CSAB–*XN

1

2

(4) – 012 O–rings

 NOTCH

NOTCH

 NOTCH

Locating Pin
1,3

T

A B

P

0

0 0

0

57,2 19,0

44,5

63,5

12,7

CSAB–XXN

1

2
(4) – 012 O–rings

LRDC–XHN

p t b a

P T B A
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ISO 03 SANDWICH BODIES
• Aluminium rated to 210 bar and SG Iron rated to 350 bar.

• See page viii for ordering cartridge/body and seals.  Pressure ratings, material specifications on page xiv.

Circuit Savers

FUNCTION

4 Flow Divider
and/or

2

and/or
Combiner on A

2 Flow Divider
and/or

4

and/or
Combiner on B

Ports
2 4

ALUMINIUM SG IRON
2,4

Model Code List  Price Model Code List  Price

SAE-6 MBJ MBJ/S

.25 BSPP MBJ/M MBJ/T

TYPICAL CARTRIDGES USED WITH BODIES SHOWN ABOVE

4 Flow Divider 4 High Capacity Flow Divider/Combiner4 Flow Divider
3

4 High Capacity Flow Divider/Combiner

2

3
FSBD, FSCD Page 7.08

2

3
FSCH Page 7.14

4 Flow Divider/Combiner
3

4 Flow Divider/Combiner

2

3
FSBA, FSCA Page 7.10

4 Synchronizing Flow Divider/Combiner
3

4 Synchronizing Flow Divider/Combiner

2

3
FSBS, FSCS Page 7.12

OTHER VALVES:

C
IR

C
U

IT
 S

A
V

E
R

03

T–31A Cavity
Locating Shoulder 

Depth 1,51,3

 

T

A B

P

0

0 0

0

 

0

57,2 46,011,2

27,7

16,8 44,5

15,2

47,0

62,0

31,0

22,4 NOTCH

Locating Pin

NOTCH

(4) – 012 O–rings

NOTCH

A–PORT

B–PORT

2

4

p t b a

P T B A
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ISO 03 SANDWICH BODIES
• Aluminium rated to 210 bar and SG Iron rated to 350 bar.

• See page viii for ordering cartridge/body and seals.  Pressure ratings, material specifications on page xiv.

Circuit Savers

FUNCTION

2

B to A 
R ti

1
Regenerative

4

A to B
R ti

3
Regenerative

ALUMINIUM SG IRON
Model Code List  Price Model Code List  Price

YDCA–LHN–AA YDCA–LHN–AA/S

Circuit Savers

FUNCTION

ALUMINIUM SG IRON
Model Code List  Price Part  Number List  Price

C
IR

C
U

IT
 S

A
V

E
R

03

p t b a

P T B A

 NOTCH

Locating Pin

T

A B

P

1,3

  
0

0 0

0

Maximum
57,223,9 33,3

43,2

44,5

12,7 32,5

CODA–XEN CBCA–LHN

1

2

NOTCH

“B” PORT CONTROL

(4) – 012 O–rings Turn screw clockwise
 to reduce setting.
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ISO 03 SANDWICH BODIES
• Aluminium rated to 210 bar and SG Iron rated to 350 bar.

• See page viii for ordering cartridge/body and seals.  Pressure ratings, material specifications on page xiv.

Circuit Savers

FUNCTION

2 B to A 
Regenerative

1

Regenerative
(Full Time)

4 A to B 
Regenerative

3

Regenerative
(Full Time)

ALUMINIUM SG IRON
Model Code List  Price Model Code List  Price

YDCF–XCN–AA YDCF–XCN–AA/S

C
IR

C
U

IT
 S

A
V

E
R

03

 NOTCH

Locating Pin

T

A B

P

1,3

 

0

00

0

57,223,9 33.3

12,7 12,7

43,2

44,5

CXCE–XCN

1

2

NOTCH

“B” PORT CONTROL

(4) – 012 O–rings

CODA–XEN

p t b a

P T B A

P T B A
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ISO 03 SANDWICH BODIES
• Aluminium rated to 210 bar and SG Iron rated to 350 bar.

• See page viii for ordering cartridge/body and seals.  Pressure ratings, material specifications on page xiv.

Circuit Savers

FUNCTION

Swap Block
S A d B

p
Swaps A and B

ALUMINIUM SG IRON
Model  Code List  Price Model  Code List  Price

ZKX ZKX/S

Circuit Savers

FUNCTION

PB

P and A
T i M if ld

A P
Tap in Manifold

P A

P and B
T i M if ld

BP
Tap in Manifold

B T

A and T
T i M if ld

TA
Tap in Manifold

T A

B and T
T i M if ld

BT
Tap in Manifold

External Port
ALUMINIUM SG IRON

External Port
Model  Code List  Price Model  Code List  Price

.25 NPTF ZWW ZWW/S

SAE-4 ZPT ZPT/S

.25 BSPP ZVC ZVC/S

Circuit Savers

FUNCTION

A and B
T i M if ld

A B
Tap in Manifold

Ports
A B

ALUMINIUM SG IRON
A, B

Model  Code List  Price Model  Code List  Price

.25 NPTF ZWV ZWV/S

SAE-4 ZUO ZUO/S

.25 BSPP ZVB ZVB/S

C
IR

C
U

IT
 S

A
V

E
R

03

p t b a

P T B A

 NOTCH

Locating Pin

0

0

1,3

0

0

T

A B

P

 

44,5

57,2

23,9

NOTCH

(4) – 012 O–rings

0
0

0

1,3

0
0

T

A B

P

 

 

P B 0

44,5

57,2

23,9

22.4

11,9 11,9

19,0

Locating Pin

 

 

NOTCH

NOTCH

NOTCH

NOTCH

AP

B

T

(5) – 012 O–rings

T

A

p t b a

P T B A

Locating Pin

0

0

0

0

T

A B

P

 A

44,5

57,2

23,9

22.4 22.4

11,9 11,9

1,3

BNOTCH

NOTCH

(4) – 012 O–rings

ABp t b a

P T B A


