
12.296UK Sandwich Body Catalogue 12/94 #999-906-101

CD #999-901-105 Rev. 01-JAN-95

ISO 07 SANDWICH BODIES
• Aluminium rated to 210 bar and SG Iron rated to 350 bar.

• See page viii for ordering cartridge/body and seals.  Pressure ratings, material specifications on page xiv.

Circuit Savers

FUNCTION

Air–Bleed
d St t U

G
and Start–Up

Gauge Port
(Plugged)

ALUMINIUM SG IRONg
(Plugged)

Model Code List  Price Model Code List  Price

.25 NPTF CKP CKP/S

.25 BSPP CKP/M CKP/T

TYPICAL CARTRIDGES USED WITH BODIES SHOWN ABOVE

2 Air Bleed and Start–up Valve2 Air Bleed and Start–up Valve  

1
NQEBPage 10.16
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T–3A Cavity
Locating Shoulder 

Depth 0,8

(4) – 118 O–rings (2) – 111 O–rings

G

2,0

p t b a

P T B A YX

yx
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ISO 07 SANDWICH BODIES
• Aluminium rated to 210 bar and SG Iron rated to 350 bar.

• See page viii for ordering cartridge/body and seals.  Pressure ratings, material specifications on page xiv.

Circuit Savers

FUNCTION

Shuttle
A and BA and B
Output External

ALUMINIUM SG IRON
Model Code List  Price Model Code List  Price

DKS DKS/S

Circuit Savers

FUNCTION

Checks from 
A and BA and B
Output to Y Port

ALUMINIUM SG IRON
Model Code List  Price Part  Number List  Price

BKS BKS/S

TYPICAL CARTRIDGES USED WITH BODIES SHOWN ABOVE

2 Port Shuttle Valve Signal External
21 2 Port Shuttle Valve, Signal External  
21

Ext. CSAA Page 10.09 (use with DKS)

3 Port Back–to–Back  Check Valve, Signal at
P t 321
3 Port Back to Back  Check Valve, Signal at
Port 3

3 CDABPage 10.10 (use with BKS)

 

OTHER VALVES:
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A B
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6,40

0

0

0

120,7

43,7 89,0

15,0

30,0

T–11A Cavity
Locating Shoulder 

Depth 23,9

(4) – 118 O–rings (2) – 111 O–rings

T P

A B

00

0

0

0

X

Y

6,445,2 89,0

15,0

30,0

120,7

T–13A Cavity
Locating Shoulder

Depth 12,7

(4) – 118 O–rings (2) – 111 O–rings

p t b a

P T B A YX

yx
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ISO 07 SANDWICH BODIES
• Aluminium rated to 210 bar and SG Iron rated to 350 bar.

• See page viii for ordering cartridge/body and seals.  Pressure ratings, material specifications on page xiv.

Circuit Savers

FUNCTION

Pressure
CompensatorCompensator
(Restrictive)

Pressure
Compensatorp
(Restrictive)
w/Load–Sensing Port

Shuttle
Cartridge

External Shuttle
Port

ALUMINIUM SG IRON
Cartridge Port

Model Code List  Price Model Code List  Price

CSAB–XXN None YFFE–XHN–AB YFFE–XHN–AB/S

CSAB–AXN SAE-4 YFFF–XHN–AB YFFF–XHN–AB/S

CSAB–BXN .25 BSPP YFFF–XHN–AB/M YFFF–XHN–AB/T

Circuit Savers

FUNCTION

Pressure
CompensatorCompensator
(Bypass)

ALUMINIUM SG IRON
Model Code List  Price Part  Number List  Price

YFFG–XHN–AB YFFG–XHN–AB/S
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6,40 0
0
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89,0

67,6

12,723,1

21,3

CSAB–XXN
LRHC–XHN

(4) – 118 O–rings (2) – 111 O–rings
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CSAB–*XN

120,7 19,0
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2,0

(4) – 118 O–rings (2) – 111 O–rings

LPHC–XHN
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ISO 07 SANDWICH BODIES
• Aluminium rated to 210 bar and SG Iron rated to 350 bar.

• See page viii for ordering cartridge/body and seals.  Pressure ratings, material specifications on page xiv.

Circuit Savers

FUNCTION

B to A 
R tiRegenerative

ALUMINIUM SG IRON
Model Code List  Price Model Code List  Price

YDFG–LHN–AB YDFG–LHN–AB/S
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6,4 0
0

0

2,0

120,7

23,1

5,6

46,7
Maximum

89,0

67,6

34,8

CBGA–LHNCOHA–XEN

(4) – 118 O–rings (2) – 111 O–rings

Turn screw clockwise
to reduce setting
on CBGA.

p t b a

P T B A YX

yx
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ISO 07 SANDWICH BODIES
• Aluminium rated to 210 bar and SG Iron rated to 350 bar.

• See page viii for ordering cartridge/body and seals.  Pressure ratings, material specifications on page xiv.

Circuit Savers

FUNCTION

B to A 
RegenerativeRegenerative
(Full Time)

ALUMINIUM SG IRON
Model Code List  Price Model Code List  Price

YDFH–XCN–AB YDFH–XCN–AB/S

Circuit Savers

FUNCTION

A to B 
RegenerativeRegenerative
(Full Time)

ALUMINIUM SG IRON
Model Code List  Price Part  Number List  Price

YDFI–XCN–AB YDFI–XCN–AB/S
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67,6

CXGE–XCN COHA–XEN

23,1
Typical

T

(4) – 118 O–rings (2) – 111 O–rings
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yx

T P
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Y

6,4 0
0

0

2,0

120,7

23,1
Typical 5,6 34,8

89,0

67,6

CXGE–XCN
COHA–XEN

(4) – 118 O–rings (2) – 111 O–rings

p t b a

P T B A YX

yx
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ISO 07 SANDWICH BODIES
• Aluminium rated to 210 bar and SG Iron rated to 350 bar.

• See page viii for ordering cartridge/body and seals.  Pressure ratings, material specifications on page xiv.

Circuit Savers

FUNCTION

A to B
R tiRegenerative

ALUMINIUM SG IRON
Model Code List  Price Model Code List  Price

YDFE–LHN–AB YDFE–LHN–AB/S

C
IR

C
U

IT
 S

A
V

E
R

07

T P

A B

X

Y

6,40
0

0
0

2,0

89,0

67,6

46,7 23,1

CBGA–LHN COHA–XEN

(4) – 118 O–rings (2) – 111 O–rings
Turn screw clockwise
to reduce setting on
CBGA.

120,7 4,136,6

p t b a

P T B A YX

yx


