
12.254UK Sandwich Body Catalogue 12/94 #999-906-101

CD #999-901-105 Rev. 01-JAN-95

ISO 07 SANDWICH BODIES
• Aluminium rated to 210 bar and SG Iron rated to 350 bar.

• See page viii for ordering cartridge/body and seals.  Pressure ratings, material specifications on page xiv.

Sequence Valves

FUNCTION

In to P
G

In to P

Gauge Port
(Plugged)

ALUMINIUM SG IRONg
(Plugged)

Model Code List  Price Model Code List  Price

.25 NPTF BKW BKW/S

.25 BSPP BKW/M BKW/T

TYPICAL CARTRIDGES USED WITH BODIES SHOWN ABOVE

3 Pilot Operated Sequence Valve
2

3 Pilot Operated Sequence Valve  
2

1 RSHC Page 2.07

3 Pilot Operated “Kick–Down” Sequence Valve3 Pilot Operated “Kick–Down” Sequence Valve

2 1 SQHBPage 2.09

Air Pilot Air Controlled Pilot Operated Sequence ValveAir  Pilot
3

Air Controlled, Pilot Operated Sequence Valve  

2
1

3

RSHE Page 2.11

OTHER VALVES:

S
E

Q
U

E
N

C
E

07

p t b a

P T B A YX

yx

T–17A Cavity
Locating Shoulder 

Depth 23,1

0

0

6,40

0

T P

A B

X

Y

G

2,0

89,0

67,6

120,7 19,0

52,3

28,2

43,7

28,2

(4) – 118 O–rings (2) – 111 O–rings
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ISO 07 SANDWICH BODIES
• Aluminium rated to 210 bar and SG Iron rated to 350 bar.

• See page viii for ordering cartridge/body and seals.  Pressure ratings, material specifications on page xiv.

Sequence Valves

FUNCTION

In to A
CReverse FF Check

ALUMINIUM SG IRON
Model Code List  Price Model Code List  Price

BK4 BK4/S

Sequence Valves

FUNCTION

Out of A
CReverse FF Check

ALUMINIUM SG IRON
Model Code List  Price Part  Number List  Price

BK6 BK6/S

TYPICAL CARTRIDGES USED WITH BODIES SHOWN ABOVE

3 Pilot Operated Sequence Valve
2

3 Pilot Operated Sequence Valve  
2

1 RSHC Page 2.07

3 Pilot Operated “Kick–Down” Sequence Valve3 Pilot Operated “Kick–Down” Sequence Valve

2 1 SQHBPage 2.09

Air Pilot Air Controlled Pilot Operated Sequence ValveAir  Pilot
3

Air Controlled, Pilot Operated Sequence Valve  

2
1

3

RSHE Page 2.11

OTHER VALVES:

S
E

Q
U

E
N

C
E

07

T–17A Cavity
Locating Shoulder 

Depth 23,1

CXGD–XAN

T P

A B

X

Y

6,4 0
00

0

0

2,0

120,735,8

89,0

67,6

44,5

28,2

23,9

(4) – 118 O–rings (2) – 111 O–rings

p t b a

P T B A YX

yx

T–17A Cavity
Locating Shoulder 

Depth 23,1

CXGD–XCN

44,5

39,4

T P

A B

X

Y

6,4 0
0

0

2,0

120,735,8

23,9

89,0

67,6

(4) – 118 O–rings (2) – 111 O–rings

p t b a

P T B A YX

yx
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ISO 07 SANDWICH BODIES
• Aluminium rated to 210 bar and SG Iron rated to 350 bar.

• See page viii for ordering cartridge/body and seals.  Pressure ratings, material specifications on page xiv.

Sequence Valves

FUNCTION

In to B
CReverse FF Check

ALUMINIUM SG IRON
Model Code List  Price Model Code List  Price

BK5 BK5/S

Sequence Valves

FUNCTION

Out of B
CReverse FF Check

ALUMINIUM SG IRON
Model Code List  Price Part  Number List  Price

BK7 BK7/S

TYPICAL CARTRIDGES USED WITH BODIES SHOWN ABOVE

3 Pilot Operated Sequence Valve
2

3 Pilot Operated Sequence Valve  
2

1 RSHC Page 2.07

3 Pilot Operated “Kick–Down” Sequence Valve3 Pilot Operated “Kick–Down” Sequence Valve

2 1 SQHBPage 2.09

Air Pilot Air Controlled Pilot Operated Sequence ValveAir  Pilot
3

Air Controlled, Pilot Operated Sequence Valve  

2
1

3

RSHE Page 2.11

OTHER VALVES:

R
E

D
U

C
IN

G
07

p t b a

P T B A YX

yx

T–17A Cavity
Locating Shoulder 

Depth 23,1

CXGD–XAN

44,5

28,2

T P

A B

X

Y

6,40

2,0

120,74,1 27,7

89,0

67,6

23,9

(4) – 118 O–rings (2) – 111 O–rings

p t b a

P T B A YX

yx

T–17A Cavity
Locating Shoulder 

Depth 23,1

CXGD–XCN

T P

A B

X

Y

6,4 0

0

0

0

2,0

120,7

44,5

4,1 27,7

23,9

89,0

67,6

39,4

(4) – 118 O–rings (2) – 111 O–rings


