
11.186UK Line Mount Catalogue 12/94 #999-901-101

CD #999-901-105 Rev. 01-JAN-95

LINE MOUNT BODIES
• Aluminium rated to 210 bar and SG Iron rated to 350 bar.

90 degree body.

0

0

T–19A Cavity
Locating Shoulder
Depth 29,5 mm.

0

0

 

1

3

2

Mounting Holes:
10,7 mm. diameter

through hole.
2 places.

62,7

108,0

127,0

38,076,2

12,7

114,3

101,612,7 57,2

Ports
1 & 2 Port 3

ALUMINIUM SG IRONPorts
1 & 2 Port 3

Model Code List Price Model Code List Price

1.00 NPTF .25 NPTF KCE KCE/S

1.25 NPTF .25 NPTF KCF KCF/S

SAE-16 SAE-6 KCM KCM/S

SAE-20 SAE-6 KCN KCN/S

1.00 BSPP .25 BSPP KCX KCX/S

1.25 BSPP .25 BSPP KCY KCY/S

90 degree body with gauge port.

0

0

 

Mounting Holes:
10,7 mm. diameter

through hole.
2 places.

0

0

1

G

3

2

62,7

108,0

127,0

38,076,2

25,4

114,3

101,612,7 57,2

12,7

T–19A Cavity
Locating Shoulder
Depth 29,5 mm.

Ports
1 & 2 Port 3 Gauge Port

ALUMINIUM SG IRONPorts
1 & 2 Port 3 Gauge Port

Model Code List Price Model Code List Price

1.00 NPTF .25 NPTF .25 NPTF KFE KFE/S

1.25 NPTF .25 NPTF .25 NPTF KFF KFF/S

SAE-16 SAE-6 .25 NPTF KFM KFM/S

SAE-20 SAE-6 .25 NPTF KFN KFN/S

1.00 BSPP .25 BSPP .25 BSPP KFX KFX/S

1.25 BSPP .25 BSPP .25 BSPP KFY KFY/S
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TYPICAL CARTRIDGES
USED WITH THIS BODY

RVIA - ∗∗∗ Page  1.19
RSJC - ∗∗∗ Page  2.07
SQJB - ∗∗∗ Page  2.09
RSJE - ∗∗∗ Page  2.11
SCIA - ∗∗∗ Page  2.13
PBJB - ∗∗∗ Page  3.07
PBJC - ∗∗∗ Page  3.09
CBIA - ∗∗∗ Page 4.11
CBIG - ∗∗∗ Page 4.13
CBIH - ∗∗∗ Page  4.15
CKIB - ∗∗∗ Page  4.17
LOJC - ∗∗∗ Page  9.09
LKJC - ∗∗∗ Page  9.11
LPJC - ∗∗∗ Page  9.13
LRJC - ∗∗∗ Page  9.15
COJA - ∗∗∗ Page  10.13
Instructions for ordering 
complete cartridge and body
assemblies. Page viii

Pressure ratings, material
specifications. Page 11.02
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TYPICAL CARTRIDGES
USED WITH THIS BODY

RVIA - ∗∗∗ Page  1.19
RSJC - ∗∗∗ Page  2.07
SQJB - ∗∗∗ Page  2.09
RSJE - ∗∗∗ Page  2.11
SCIA - ∗∗∗ Page  2.13
PBJB - ∗∗∗ Page  3.07
PBJC - ∗∗∗ Page  3.09
CBIA - ∗∗∗ Page 4.11
CBIG - ∗∗∗ Page 4.13
CBIH - ∗∗∗ Page  4.15
CKIB - ∗∗∗ Page  4.17
LOJC - ∗∗∗ Page  9.09
LKJC - ∗∗∗ Page  9.11
LPJC - ∗∗∗ Page  9.13
LRJC - ∗∗∗ Page  9.15
COJA - ∗∗∗ Page  10.13
Instructions for ordering 
complete cartridge and body
assemblies. Page viii

Pressure ratings, material
specifications. Page 11.02



11.187UK Line Mount Catalogue 12/94 #999-901-101

CD #999-901-105 Rev. 01-JAN-95

LINE MOUNT BODIES
• Aluminium rated to 210 bar and SG Iron rated to 350 bar.

90 degree body with high capacity port 3 and gauge port.
T–19A Cavity

Locating Shoulder
Depth 35,1 mm.

Mounting Holes:
10,7 mm. diameter

through hole.
2 places.

0

0

0

0 0

3

G

1

2

63,5

38,076,2

133,4

12,7

26,9

109,5

12,7 63,5 127,0

120,7

Ports
1 & 2 Port 3 Gauge Port

ALUMINIUM SG IRONPorts
1 & 2 Port 3 Gauge Port

Model Code List Price Model Code List Price

1.00 NPTF 1.00 NPTF .25 NPTF KEE KEE/S

1.25 NPTF 1.00 NPTF .25 NPTF KEF KEF/S

SAE-16 SAE-16 .25 NPTF KEM KEM/S

SAE-20 SAE-16 .25 NPTF KEN KEN/S

1.00 BSPP 1.00 BSPP .25 BSPP KEX KEX/S

1.25 BSPP 1.00 BSPP .25 BSPP KEY KEY/S

Through port body with gauge port.

0

0

T–19A Cavity
Locating Shoulder
Depth 29,5 mm.

0

2

1

3

0

G

 Mounting Holes:
Inch: .375-16 UNC-2B

x 19,0 mm. deep.
Metric: M10 x 1.50-6H

x 19,0 mm. deep.
2 places.

12,750,889,0101,6

36,6

76,2

133,4

152,4

50,8 101,6

89,0

Mounting Hole Ports
1 & 2 Port 3 Gauge Port

ALUMINIUM SG IRONMounting Hole
Dimensions

Ports
1 & 2 Port 3 Gauge Port

Model Code List Price Model Code List Price

Inch 1.00 NPTF .25 NPTF .25 NPTF KHE KHE/S

Inch 1.25 NPTF .25 NPTF .25 NPTF KHF KHF/S

Inch SAE-16 SAE-6 .25 NPTF KHM KHM/S

Inch SAE-20 SAE-6 .25 NPTF KHN KHN/S

Metric 1.00 BSPP .25 BSPP .25 BSPP KHX KHX/S

Metric 1.25 BSPP .25 BSPP .25 BSPP KHY KHY/S
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TYPICAL CARTRIDGES
USED WITH THIS BODY

PPJB - ∗∗∗ Page  3.11
PPJC - ∗∗∗ Page  3.13
FRFA - ∗∗∗ Page  6.03
Instructions for ordering 
complete cartridge and body
assemblies. Page viii

Pressure ratings, material
specifications. Page 11.02
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TYPICAL CARTRIDGES
USED WITH THIS BODY

RVIA - ∗∗∗ Page  1.19
RSJC - ∗∗∗ Page  2.07
SQJB - ∗∗∗ Page  2.09
RSJE - ∗∗∗ Page  2.11
SCIA - ∗∗∗ Page  2.13
PBJB - ∗∗∗ Page  3.07
PBJC - ∗∗∗ Page  3.09
Instructions for ordering 
complete cartridge and body
assemblies. Page viii

Pressure ratings, material
specifications. Page 11.02



11.188UK Line Mount Catalogue 12/94 #999-901-101

CD #999-901-105 Rev. 01-JAN-95

LINE MOUNT BODIES
• Aluminium rated to 210 bar and SG Iron rated to 350 bar.

Through port body with gauge port for reducing applications.

0

0

G

T–19A Cavity
Locating Shoulder
Depth 35,1 mm.

 Mounting Holes:
(opposite side)

Inch: .375-16 UNC-2B
x 15,7 mm. deep.

Metric: M10 x 1.50-6H
x 15,7 mm. deep.

2 places.

0

3

2

1

0

50,8

26,9

63,5

109,5

101,6 9,7
91,9

133,4

27,7 101,653,8

74,7

Mounting Hole Ports
1 & 2 Port 3 Gauge Port

ALUMINIUM SG IRONMounting Hole
Dimensions

Ports
1 & 2 Port 3 Gauge Port

Model Code List Price Model Code List Price

Inch 1.00 NPTF .25 NPTF .25 NPTF WTO WTO/S

Inch 1.25 NPTF .25 NPTF .25 NPTF WTP WTP/S

Inch SAE-16 SAE-6 .25 NPTF WTQ WTQ/S

Inch SAE-20 SAE-6 .25 NPTF WTR WTR/S

Metric 1.00 BSPP .25 BSPP .25 BSPP WTS WTS/S

Metric 1.25 BSPP .25 BSPP .25 BSPP WTT WTT/S

Through port body with high capacity port 3 and gauge port 
for reducing/relieving applications.

0

G

0

T–19A Cavity
Locating Shoulder
Depth 35,1 mm.

 Mounting Holes:
(opposite side)

Inch: .375-16 UNC-2B
x 15,7 mm. deep.

Metric: M10 x 1.50-6H
x 15,7 mm. deep.

2 places.

0

0

2

1

3

26,9

63,5

133,4

109,5

9,750,8
91,9

101,627,7 53,8 114,3

88,1

Mounting Hole Ports
1 & 2 Port 3 Gauge Port

ALUMINIUM SG IRONMounting Hole
Dimensions

Ports
1 & 2 Port 3 Gauge Port

Model Code List Price Model Code List Price

Inch 1.00 NPTF 1.00 NPTF .25 NPTF WTU WTU/S

Inch 1.25 NPTF 1.00 NPTF .25 NPTF WTV WTV/S

Inch SAE-16 SAE-16 .25 NPTF WTW WTW/S

Inch SAE-20 SAE-16 .25 NPTF WTX WTX/S

Metric 1.00 BSPP 1.00 BSPP .25 BSPP WTY WTY/S

Metric 1.25 BSPP 1.00 BSPP .25 BSPP WTZ WTZ/S
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TYPICAL CARTRIDGES
USED WITH THIS BODY

PBJB - ∗∗∗ Page  3.07
PBJC - ∗∗∗ Page  3.09
Instructions for ordering 
complete cartridge and body
assemblies. Page viii

Pressure ratings, material
specifications. Page 11.02
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TYPICAL CARTRIDGES
USED WITH THIS BODY

PPJB - ∗∗∗ Page  3.11
PPJC - ∗∗∗ Page  3.13
FRFA - ∗∗∗ Page  6.03
Instructions for ordering 
complete cartridge and body
assemblies. Page viii

Pressure ratings, material
specifications. Page 11.02



11.189UK Line Mount Catalogue 12/94 #999-901-101

CD #999-901-105 Rev. 01-JAN-95

LINE MOUNT BODIES
• Aluminium rated to 210 bar and SG Iron rated to 350 bar.

Inline 1.50” SAE Code 61 flange port body.

1.50” SAE Code 61
4–Bolt Flange Pattern

2 places.

0

0

T–19A Cavity
Locating Shoulder
Depth 29,5 mm.

0

12

0

3

0

Mounting Hole:
Inch: 13,5 diameter through hole.

Metric:  12,7 mm. diameter through hole.

50,8

127,0

158,8

47,895,3

38,0

101,6

130,0

63,5 127,0

50,8

47,8

50,8

Mounting Hole Port 3
ALUMINIUM SG IRONMounting Hole

Dimensions
Port 3

Model Code List Price Model Code List Price

Inch SAE-6 ZLQ ZLQ/S

Metric .25 BSPP ZLQ/M ZLQ/T

Inline 2.00” SAE Code 61 flange port body.

0

0

Mounting Hole:
Inch: 13,5 diameter through hole.

Metric:  12,7 mm. diameter through hole.

T–19A Cavity
Locating Shoulder
Depth 29,5 mm.

2.00” SAE Code 61
4–Bolt Flange Pattern

2 places.

0

3

12

0

0 52,3104,6

50,8

158,8

127,0

63,5 127,0

50,8

101,6

130,0

47,8

50,8

30,8

Mounting Hole Port 3
ALUMINIUM SG IRONMounting Hole

Dimensions
Port 3

Model Code List Price Model Code List Price

Inch SAE-6 ZLP ZLP/S

Metric .25 BSPP ZLP/M ZLP/T
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TYPICAL CARTRIDGES
USED WITH THIS BODY

RVIA - ∗∗∗ Page  1.19
RSJC - ∗∗∗ Page  2.07
SQJB - ∗∗∗ Page  2.09
RSJE - ∗∗∗ Page  2.11
SCIA - ∗∗∗ Page  2.13
PBJB - ∗∗∗ Page  3.07
PBJC - ∗∗∗ Page  3.09
CBIA - ∗∗∗ Page 4.11
CBIG - ∗∗∗ Page 4.13
CBIH - ∗∗∗ Page  4.15
CKIB - ∗∗∗ Page  4.17
LOJC - ∗∗∗ Page  9.09
LKJC - ∗∗∗ Page  9.11
LPJC - ∗∗∗ Page  9.13
LRJC - ∗∗∗ Page  9.15
COJA - ∗∗∗ Page  10.13
Instructions for ordering 
complete cartridge and body
assemblies. Page viii

Pressure ratings, material
specifications. Page 11.02

SAE Specifications. Page 11.03
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TYPICAL CARTRIDGES
USED WITH THIS BODY

RVIA - ∗∗∗ Page  1.19
RSJC - ∗∗∗ Page  2.07
SQJB - ∗∗∗ Page  2.09
RSJE - ∗∗∗ Page  2.11
SCIA - ∗∗∗ Page  2.13
PBJB - ∗∗∗ Page  3.07
PBJC - ∗∗∗ Page  3.09
CBIA - ∗∗∗ Page 4.11
CBIG - ∗∗∗ Page 4.13
CBIH - ∗∗∗ Page  4.15
CKIB - ∗∗∗ Page  4.17
LOJC - ∗∗∗ Page  9.09
LKJC - ∗∗∗ Page  9.11
LPJC - ∗∗∗ Page  9.13
LRJC - ∗∗∗ Page  9.15
COJA - ∗∗∗ Page  10.13
Instructions for ordering 
complete cartridge and body
assemblies. Page viii

Pressure ratings, material
specifications. Page 11.02

SAE Specifications. Page 11.03



11.190UK Line Mount Catalogue 12/94 #999-901-101

CD #999-901-105 Rev. 01-JAN-95

LINE MOUNT BODIES
• Aluminium rated to 210 bar and SG Iron rated to 350 bar.

90 degree 1.00” SAE Code 61 flange port body.

0

0

T–19A Cavity
Locating Shoulder
Depth 29,5 mm.

2

3

1

0

 Mounting Holes:
(opposite side)

Inch: .375-16 UNC-2B
x 15,7 mm. deep.

Metric: M10 x 1.50-6H
x 15,7 mm. deep.

2 places.

1.00” SAE Code 61
4–Bolt Flange Pattern

2 places.

90,4

109,5

38,076,2

46,0

11,9 50,0 88,1 100,0

Mounting Hole Port 3
ALUMINIUM SG IRONMounting Hole

Dimensions
Port 3

Model Code List Price Model Code List Price

Inch SAE-6 KCP KCP/S

Metric .25 BSPP KCP/M KCP/T

90 degree 1.00” SAE Code 62 flange port body.

0

0

T–19A Cavity
Locating Shoulder

Depth 29,5 mm.

 Mounting Holes:
(opposite side)

Inch: .375-16 UNC-2B
x 15,7 mm. deep.

Metric: M10 x 1.50-6H
x 15,7 mm. deep.

2 places.

1.00” SAE Code 62
4–Bolt Flange Pattern

2 places.

1

2

3

0 50,8101,6

50,8

95,3

114,3

50,0
88,1

100,0
11,9

Mounting Hole Port 3
ALUMINIUM SG IRONMounting Hole

Dimensions
Port 3

Model Code List Price Model Code List Price

Inch SAE-6 KC4 KC4/S

Metric .25 BSPP KC4/M KC4/T
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TYPICAL CARTRIDGES
USED WITH THIS BODY

RVIA - ∗∗∗ Page  1.19
RSJC - ∗∗∗ Page  2.07
SQJB - ∗∗∗ Page  2.09
RSJE - ∗∗∗ Page  2.11
SCIA - ∗∗∗ Page  2.13
PBJB - ∗∗∗ Page  3.07
PBJC - ∗∗∗ Page  3.09
CBIA - ∗∗∗ Page 4.11
CBIG - ∗∗∗ Page 4.13
CBIH - ∗∗∗ Page  4.15
CKIB - ∗∗∗ Page  4.17
LOJC - ∗∗∗ Page  9.09
LKJC - ∗∗∗ Page  9.11
LPJC - ∗∗∗ Page  9.13
LRJC - ∗∗∗ Page  9.15
COJA - ∗∗∗ Page  10.13
Instructions for ordering 
complete cartridge and body
assemblies. Page viii

Pressure ratings, material
specifications. Page 11.02

SAE Specifications. Page 11.03
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USED WITH THIS BODY

RVIA - ∗∗∗ Page  1.19
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SQJB - ∗∗∗ Page  2.09
RSJE - ∗∗∗ Page  2.11
SCIA - ∗∗∗ Page  2.13
PBJB - ∗∗∗ Page  3.07
PBJC - ∗∗∗ Page  3.09
CBIA - ∗∗∗ Page 4.11
CBIG - ∗∗∗ Page 4.13
CBIH - ∗∗∗ Page  4.15
CKIB - ∗∗∗ Page  4.17
LOJC - ∗∗∗ Page  9.09
LKJC - ∗∗∗ Page  9.11
LPJC - ∗∗∗ Page  9.13
LRJC - ∗∗∗ Page  9.15
COJA - ∗∗∗ Page  10.13
Instructions for ordering 
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assemblies. Page viii
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11.191UK Line Mount Catalogue 12/94 #999-901-101

CD #999-901-105 Rev. 01-JAN-95

LINE MOUNT BODIES
• Aluminium rated to 210 bar and SG Iron rated to 350 bar.

90 degree 1.00” SAE Code 61 flange port body with gauge port.

0

0

T–19A Cavity
Locating Shoulder
Depth 29,5 mm.

1.00” SAE Code 61
4–Bolt Flange Pattern

2 places.

 Mounting Holes:
(opposite side)

Inch: .375-16 UNC-2B
x 15,7 mm. deep.

Metric: M10 x 1.50-6H
x 15,7 mm. deep.

2 places.

2

1
G

0

3

46,0

90,4

109,5

38,076,2

11,2

11,9 50,0
88,1

100,0

Mounting Hole Port 3 Gauge Port
ALUMINIUM SG IRONMounting Hole

Dimensions
Port 3 Gauge Port

Model Code List Price Model Code List Price

Inch SAE-6 .25 NPTF KFP KFP/S

Metric .25 BSPP .25 BSPP KFP/M KFP/T

90 degree 1.00” SAE Code 62 flange port body with gauge port.

0

0

T–19A Cavity
Locating Shoulder
Depth 29,5 mm.

1.00” SAE Code 62
4–Bolt Flange Pattern

2 places.

 Mounting Holes:
(opposite side)

Inch: .375-16 UNC-2B
x 15,7 mm. deep.

Metric: M10 x 1.50-6H
x 15,7 mm. deep.

2 places.

3

1

2

0

G

95,3

50,8101,6

50,8

11,9 50,0 88,1 100,0

12,7

114,3

Mounting Hole Port 3 Gauge Port
ALUMINIUM SG IRONMounting Hole

Dimensions
Port 3 Gauge Port

Model Code List Price Model Code List Price

Inch SAE-6 .25 NPTF KF4 KF4/S

Metric .25 BSPP .25 BSPP KF4/M KF4/T
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TYPICAL CARTRIDGES
USED WITH THIS BODY

RVIA - ∗∗∗ Page  1.19
RSJC - ∗∗∗ Page  2.07
SQJB - ∗∗∗ Page  2.09
RSJE - ∗∗∗ Page  2.11
SCIA - ∗∗∗ Page  2.13
PBJB - ∗∗∗ Page  3.07
PBJC - ∗∗∗ Page  3.09
CBIA - ∗∗∗ Page 4.11
CBIG - ∗∗∗ Page 4.13
CBIH - ∗∗∗ Page  4.15
CKIB - ∗∗∗ Page  4.17
LOJC - ∗∗∗ Page  9.09
LKJC - ∗∗∗ Page  9.11
LPJC - ∗∗∗ Page  9.13
LRJC - ∗∗∗ Page  9.15
COJA - ∗∗∗ Page  10.13
Instructions for ordering 
complete cartridge and body
assemblies. Page viii

Pressure ratings, material
specifications. Page 11.02

SAE Specifications. Page 11.03
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TYPICAL CARTRIDGES
USED WITH THIS BODY

RVIA - ∗∗∗ Page  1.19
RSJC - ∗∗∗ Page  2.07
SQJB - ∗∗∗ Page  2.09
RSJE - ∗∗∗ Page  2.11
SCIA - ∗∗∗ Page  2.13
PBJB - ∗∗∗ Page  3.07
PBJC - ∗∗∗ Page  3.09
CBIA - ∗∗∗ Page 4.11
CBIG - ∗∗∗ Page 4.13
CBIH - ∗∗∗ Page  4.15
CKIB - ∗∗∗ Page  4.17
LOJC - ∗∗∗ Page  9.09
LKJC - ∗∗∗ Page  9.11
LPJC - ∗∗∗ Page  9.13
LRJC - ∗∗∗ Page  9.15
COJA - ∗∗∗ Page  10.13
Instructions for ordering 
complete cartridge and body
assemblies. Page viii

Pressure ratings, material
specifications. Page 11.02

SAE Specifications. Page 11.03



11.192UK Line Mount Catalogue 12/94 #999-901-101

CD #999-901-105 Rev. 01-JAN-95

LINE MOUNT BODIES
• Aluminium rated to 210 bar and SG Iron rated to 350 bar.

90 degree 1.25” SAE Code 61 flange port body.

T–19A Cavity
Locating Shoulder
Depth 30,2 mm.

 Mounting Holes:
(opposite side)

Inch: .375-16 UNC-2B
x 15,7 mm. deep.

Metric: M10 x 1.50-6H
x 15,7 mm. deep.

2 places.

1.25” SAE Code 61
4–Bolt Flange Pattern

2 places.

1

2

3

0 11,9 43,7 75,4 87,4 89,0 44,5 0

52,3

98,6

117,3

0

Mounting Hole Port 3
ALUMINIUM SG IRONMounting Hole

Dimensions
Port 3

Model Code List Price Model Code List Price

Inch SAE-6 KCQ KCQ/S

Metric .25 BSPP KCQ/M KCQ/T

90 degree 1.25” SAE Code 62 flange port body.

T–19A Cavity
Locating Shoulder
Depth 29,5 mm.

 Mounting Holes:
(opposite side)

Inch: .375-16 UNC-2B
x 15,7 mm. deep.

Metric: M10 x 1.50-6H
x 15,7 mm. deep.

2 places.

1.25” SAE Code 62
4–Bolt Flange Pattern

2 places.

1

2

3

0 11,9 50,0 88,1 100,0 101,6 50,8 0

50,0

95,3

114,3

0

Mounting Hole Port 3
ALUMINIUM SG IRONMounting Hole

Dimensions
Port 3

Model Code List Price Model Code List Price

Inch SAE-6 KC5 KC5/S

Metric .25 BSPP KC5/M KC5/T
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TYPICAL CARTRIDGES
USED WITH THIS BODY

RVIA - ∗∗∗ Page  1.19
RSJC - ∗∗∗ Page  2.07
SQJB - ∗∗∗ Page  2.09
RSJE - ∗∗∗ Page  2.11
SCIA - ∗∗∗ Page  2.13
PBJB - ∗∗∗ Page  3.07
PBJC - ∗∗∗ Page  3.09
CBIA - ∗∗∗ Page 4.11
CBIG - ∗∗∗ Page 4.13
CBIH - ∗∗∗ Page  4.15
CKIB - ∗∗∗ Page  4.17
LOJC - ∗∗∗ Page  9.09
LKJC - ∗∗∗ Page  9.11
LPJC - ∗∗∗ Page  9.13
LRJC - ∗∗∗ Page  9.15
COJA - ∗∗∗ Page  10.13
Instructions for ordering 
complete cartridge and body
assemblies. Page viii

Pressure ratings, material
specifications. Page 11.02

SAE Specifications. Page 11.03
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USED WITH THIS BODY
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SCIA - ∗∗∗ Page  2.13
PBJB - ∗∗∗ Page  3.07
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11.193UK Line Mount Catalogue 12/94 #999-901-101

CD #999-901-105 Rev. 01-JAN-95

LINE MOUNT BODIES
• Aluminium rated to 210 bar and SG Iron rated to 350 bar.

90 degree 1.25” SAE Code 61 flange port body with gauge port.

T–19A Cavity
Locating Shoulder
Depth 30,2 mm.

1.25” SAE Code 61
4–Bolt Flange Pattern

2 places.

 Mounting Holes:
(opposite side)

Inch: .375-16 UNC-2B
x 15,7 mm. deep.

Metric: M10 x 1.50-6H
x 15,7 mm. deep.

2 places.

3

1

2

G

117,3

52,3

98,6

15,7

044,589,087,475,443,711,90

0

Mounting Hole Port 3 Gauge Port
ALUMINIUM SG IRONMounting Hole

Dimensions
Port 3 Gauge Port

Model Code List Price Model Code List Price

Inch SAE-6 .25 NPTF KFQ KFQ/S

Metric .25 BSPP .25 BSPP KFQ/M KFQ/T

90 degree 1.25” SAE Code 62 flange port body with gauge port.

0

0

T–19A Cavity
Locating Shoulder
Depth 29,5 mm.

1.25” SAE Code 62
4–Bolt Flange Pattern

2 places.

 Mounting Holes:
(opposite side)

Inch: .375-16 UNC-2B
x 15,7 mm. deep.

Metric: M10 x 1.50-6H
x 15,7 mm. deep.

2 places.

0

1

2

3

G

95,3

114,3

50,8101,6

12,7

50,8

11,9 50,0
88,1

100,0

Mounting Hole Port 3 Gauge Port
ALUMINIUM SG IRONMounting Hole

Dimensions
Port 3 Gauge Port

Model Code List Price Model Code List Price

Inch SAE-6 .25 NPTF KF5 KF5/S

Metric .25 BSPP .25 BSPP KF5/M KF5/T

S
er

ie
s 

4 
 T

-1
9A

3

2

1

G

TYPICAL CARTRIDGES
USED WITH THIS BODY

RVIA - ∗∗∗ Page  1.19
RSJC - ∗∗∗ Page  2.07
SQJB - ∗∗∗ Page  2.09
RSJE - ∗∗∗ Page  2.11
SCIA - ∗∗∗ Page  2.13
PBJB - ∗∗∗ Page  3.07
PBJC - ∗∗∗ Page  3.09
CBIA - ∗∗∗ Page 4.11
CBIG - ∗∗∗ Page 4.13
CBIH - ∗∗∗ Page  4.15
CKIB - ∗∗∗ Page  4.17
LOJC - ∗∗∗ Page  9.09
LKJC - ∗∗∗ Page  9.11
LPJC - ∗∗∗ Page  9.13
LRJC - ∗∗∗ Page  9.15
COJA - ∗∗∗ Page  10.13
Instructions for ordering 
complete cartridge and body
assemblies. Page viii

Pressure ratings, material
specifications. Page 11.02

SAE Specifications. Page 11.03
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2

1

G

TYPICAL CARTRIDGES
USED WITH THIS BODY

RVIA - ∗∗∗ Page  1.19
RSJC - ∗∗∗ Page  2.07
SQJB - ∗∗∗ Page  2.09
RSJE - ∗∗∗ Page  2.11
SCIA - ∗∗∗ Page  2.13
PBJB - ∗∗∗ Page  3.07
PBJC - ∗∗∗ Page  3.09
CBIA - ∗∗∗ Page 4.11
CBIG - ∗∗∗ Page 4.13
CBIH - ∗∗∗ Page  4.15
CKIB - ∗∗∗ Page  4.17
LOJC - ∗∗∗ Page  9.09
LKJC - ∗∗∗ Page  9.11
LPJC - ∗∗∗ Page  9.13
LRJC - ∗∗∗ Page  9.15
COJA - ∗∗∗ Page  10.13
Instructions for ordering 
complete cartridge and body
assemblies. Page viii

Pressure ratings, material
specifications. Page 11.02

SAE Specifications. Page 11.03



11.194UK Line Mount Catalogue 12/94 #999-901-101

CD #999-901-105 Rev. 01-JAN-95

LINE MOUNT BODIES
• Aluminium rated to 210 bar and SG Iron rated to 350 bar.

90 degree 1.25” SAE Code 61 flange port body
with high capacity port 3 and gauge port.

0

0

 

T–19A Cavity
Locating Shoulder
Depth 47,8 mm.

1.25” SAE Code 61
4–Bolt Flange Pattern

3 places.

 Mounting Holes:
(opposite side)

Inch: .375-16 UNC-2B
x 15,7 mm. deep.

Metric: M10 x 1.50-6H
x 15,7 mm. deep.

2 places.

3

2

0

0

G

1

49,3

131,8

50,8101,6

11,2

11,9 50,0 88,1 100,0

95,3

Mounting Hole Gauge Port
ALUMINIUM SG IRONMounting Hole

Dimensions
Gauge Port

Model Code List Price Model Code List Price

Inch .25 NPTF KEQ KEQ/S

Metric .25 BSPP KEQ/M KEQ/T

90 degree 1.25” SAE Code 62 flange port body
with high capacity port 3 and gauge port.

0

0

T–19A Cavity
Locating Shoulder
Depth 50,8 mm.

1.25” SAE Code 62
4–Bolt Flange Pattern

3 places.

 Mounting Holes:
(opposite side)

Inch: .375-16 UNC-2B
x 15,7 mm. deep.

Metric: M10 x 1.50-6H
x 15,7 mm. deep.

2 places.

3

2

1

0

0

G

134,9

101,6

49,3

50,8

11,2

95,3

11,9
50,0

88,1
100,0

Mounting Hole Gauge Port
ALUMINIUM SG IRONMounting Hole

Dimensions
Gauge Port

Model Code List Price Model Code List Price

Inch .25 NPTF KE5 KE5/S

Metric .25 BSPP KE5/M KE5/T

S
er

ie
s 

4 
 T

-1
9A

1

G

2

3

TYPICAL CARTRIDGES
USED WITH THIS BODY

PPJB - ∗∗∗ Page  3.11
PPJC - ∗∗∗ Page  3.13
FRFA - ∗∗∗ Page  6.03
Instructions for ordering 
complete cartridge and body
assemblies. Page viii

Pressure ratings, material
specifications. Page 11.02

SAE Specifications. Page 11.03
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TYPICAL CARTRIDGES
USED WITH THIS BODY

PPJB - ∗∗∗ Page  3.11
PPJC - ∗∗∗ Page  3.13
FRFA - ∗∗∗ Page  6.03
Instructions for ordering 
complete cartridge and body
assemblies. Page viii

Pressure ratings, material
specifications. Page 11.02

SAE Specifications. Page 11.03



11.195UK Line Mount Catalogue 12/94 #999-901-101

CD #999-901-105 Rev. 01-JAN-95

LINE MOUNT BODIES
• Aluminium rated to 210 bar and SG Iron rated to 350 bar.

90 degree 1.50” SAE Code 61 flange port body.

T–19A Cavity
Locating Shoulder
Depth 29,5 mm.

0

0

 

1.50” SAE Code 61
4–Bolt Flange Pattern

2 places.

 Mounting Holes:
(opposite side)

Inch: .375-16 UNC-2B
x 15,7 mm. deep.

Metric: M10 x 1.50-6H
x 15,7 mm. deep.

2 places.

1

2

0

3

50,8101,6

55,6

101,6

120,7

11,9 50,0 88,1 100,0

Mounting Hole Port 3
ALUMINIUM SG IRONMounting Hole

Dimensions
Port 3

Model Code List Price Model Code List Price

Inch SAE-6 KCR KCR/S

Metric .25 BSPP KCR/M KCR/T

90 degree 1.50” SAE Code 62 flange port body.

0

0

1.50” SAE Code 62
4–Bolt Flange Pattern

2 places.

 

T–19A Cavity
Locating Shoulder
Depth 29,5 mm.

 Mounting Holes:
(opposite side)

Inch: .375-16 UNC-2B
x 15,7 mm. deep.

Metric: M10 x 1.50-6H
x 15,7 mm. deep.

2 places.

2

1

3

0

61,2

106,4

125,5

57,2114,311,9 62,7 113,5 125,5

Mounting Hole Port 3
ALUMINIUM SG IRONMounting Hole

Dimensions
Port 3

Model Code List Price Model Code List Price

Inch SAE-6 KC6 KC6/S

Metric .25 BSPP KC6/M KC6/T

S
er

ie
s 

4 
 T

-1
9A

2

3

1

TYPICAL CARTRIDGES
USED WITH THIS BODY

RVIA - ∗∗∗ Page  1.19
RSJC - ∗∗∗ Page  2.07
SQJB - ∗∗∗ Page  2.09
RSJE - ∗∗∗ Page  2.11
SCIA - ∗∗∗ Page  2.13
PBJB - ∗∗∗ Page  3.07
PBJC - ∗∗∗ Page  3.09
CBIA - ∗∗∗ Page 4.11
CBIG - ∗∗∗ Page 4.13
CBIH - ∗∗∗ Page  4.15
CKIB - ∗∗∗ Page  4.17
LOJC - ∗∗∗ Page  9.09
LKJC - ∗∗∗ Page  9.11
LPJC - ∗∗∗ Page  9.13
LRJC - ∗∗∗ Page  9.15
COJA - ∗∗∗ Page  10.13
Instructions for ordering 
complete cartridge and body
assemblies. Page viii

Pressure ratings, material
specifications. Page 11.02

SAE Specifications. Page 11.03
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PBJC - ∗∗∗ Page  3.09
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CBIG - ∗∗∗ Page 4.13
CBIH - ∗∗∗ Page  4.15
CKIB - ∗∗∗ Page  4.17
LOJC - ∗∗∗ Page  9.09
LKJC - ∗∗∗ Page  9.11
LPJC - ∗∗∗ Page  9.13
LRJC - ∗∗∗ Page  9.15
COJA - ∗∗∗ Page  10.13
Instructions for ordering 
complete cartridge and body
assemblies. Page viii

Pressure ratings, material
specifications. Page 11.02

SAE Specifications. Page 11.03



11.196UK Line Mount Catalogue 12/94 #999-901-101

CD #999-901-105 Rev. 01-JAN-95

LINE MOUNT BODIES
• Aluminium rated to 210 bar and SG Iron rated to 350 bar.

90 degree 1.50” SAE Code 61 flange port body with gauge port.
 Mounting Holes:
(opposite side)

Inch: .375-16 UNC-2B
x 15,7 mm. deep.

Metric: M10 x 1.50-6H
x 15,7 mm. deep.

2 places.

0

0

  

T–19A Cavity
Locating Shoulder
Depth 29,5 mm.

1.50” SAE Code 61
4–Bolt Flange Pattern

2 places.

3

2

0

1

G

50,8101,6

55,6

101,6

120,7

19,0

11,9 50,0 88,1 100,0

Mounting Hole Port 3 Gauge Port
ALUMINIUM SG IRONMounting Hole

Dimensions
Port 3 Gauge Port

Model Code List Price Model Code List Price

Inch SAE-6 .25 NPTF KFR KFR/S

Metric .25 BSPP .25 BSPP KFR/M KFR/T

90 degree 1.50” SAE Code 62 flange port body with gauge port.

T–19A Cavity
Locating Shoulder
Depth 29,5 mm.

0

0

 

 Mounting Holes:
(opposite side)

Inch: .375-16 UNC-2B
x 15,7 mm. deep.

Metric: M10 x 1.50-6H
x 15,7 mm. deep.

2 places.

2

1

3

0

G

61,2

125,5

57,2114,3

19,0

106,4

11,9 62,7 113,5 125,5

1.50” SAE Code 61
4–Bolt Flange Pattern

2 places.

Mounting Hole Port 3 Gauge Port
ALUMINIUM SG IRONMounting Hole

Dimensions
Port 3 Gauge Port

Model Code List Price Model Code List Price

Inch SAE-6 .25 NPTF KF6 KF6/S

Metric .25 BSPP .25 BSPP KF6/M KF6/T

S
er

ie
s 

4 
 T

-1
9A

1

G

2

3

TYPICAL CARTRIDGES
USED WITH THIS BODY

RVIA - ∗∗∗ Page  1.19
RSJC - ∗∗∗ Page  2.07
SQJB - ∗∗∗ Page  2.09
RSJE - ∗∗∗ Page  2.11
SCIA - ∗∗∗ Page  2.13
PBJB - ∗∗∗ Page  3.07
PBJC - ∗∗∗ Page  3.09
CBIA - ∗∗∗ Page 4.11
CBIG - ∗∗∗ Page 4.13
CBIH - ∗∗∗ Page  4.15
CKIB - ∗∗∗ Page  4.17
LOJC - ∗∗∗ Page  9.09
LKJC - ∗∗∗ Page  9.11
LPJC - ∗∗∗ Page  9.13
LRJC - ∗∗∗ Page  9.15
COJA - ∗∗∗ Page  10.13
Instructions for ordering 
complete cartridge and body
assemblies. Page viii

Pressure ratings, material
specifications. Page 11.02

SAE Specifications. Page 11.03
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SCIA - ∗∗∗ Page  2.13
PBJB - ∗∗∗ Page  3.07
PBJC - ∗∗∗ Page  3.09
CBIA - ∗∗∗ Page 4.11
CBIG - ∗∗∗ Page 4.13
CBIH - ∗∗∗ Page  4.15
CKIB - ∗∗∗ Page  4.17
LOJC - ∗∗∗ Page  9.09
LKJC - ∗∗∗ Page  9.11
LPJC - ∗∗∗ Page  9.13
LRJC - ∗∗∗ Page  9.15
COJA - ∗∗∗ Page  10.13
Instructions for ordering 
complete cartridge and body
assemblies. Page viii

Pressure ratings, material
specifications. Page 11.02
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11.197UK Line Mount Catalogue 12/94 #999-901-101

CD #999-901-105 Rev. 01-JAN-95

LINE MOUNT BODIES
• Aluminium rated to 210 bar and SG Iron rated to 350 bar.

90 degree 1.50” SAE Code 61 flange port body
with high capacity port 3 and gauge port.

0

0

 

T–19A Cavity
Locating Shoulder
Depth 52,3 mm.

1.50” SAE Code 61
4–Bolt Flange Pattern

3 places.

 Mounting Holes:
(opposite side)

Inch: .375-16 UNC-2B
x 15,7 mm. deep.

Metric: M10 x 1.50-6H
x 15,7 mm. deep.

2 places.

3

2

0

0

G

1

55,6

50,8101,6

19,0

11,9 50,0 88,1 100,0

101,6

142,7

Mounting Hole Gauge Port
ALUMINIUM SG IRONMounting Hole

Dimensions
Gauge Port

Model Code List Price Model Code List Price

Inch .25 NPTF KER KER/S

Metric .25 BSPP KER/M KER/T

90 degree 1.50” SAE Code 62 flange port body
with high capacity port 3 and gauge port.

0

0

 Mounting Holes:
(opposite side)

Inch: .375-16 UNC-2B
x 15,7 mm. deep.

Metric: M10 x 1.50-6H
x 15,7 mm. deep.

2 places.

T–19A Cavity
Locating Shoulder
Depth 58,7 mm.

1.50” SAE Code 62
4–Bolt Flange Pattern

3 places.

3

1

2

0

0

G

62,0

19,0

155,7

57,2114,3

108,0

11,9 50,0 88,1 100,0

Mounting Hole Gauge Port
ALUMINIUM SG IRONMounting Hole

Dimensions
Gauge Port

Model Code List Price Model Code List Price

Inch .25 NPTF KE6 KE6/S

Metric .25 BSPP KE6/M KE6/T

S
er

ie
s 

4 
 T
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9A

1

2

3

G

TYPICAL CARTRIDGES
USED WITH THIS BODY

PPJB - ∗∗∗ Page  3.11
PPJC - ∗∗∗ Page  3.13
FRFA - ∗∗∗ Page  6.03
Instructions for ordering 
complete cartridge and body
assemblies. Page viii

Pressure ratings, material
specifications. Page 11.02

SAE Specifications. Page 11.03
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TYPICAL CARTRIDGES
USED WITH THIS BODY

PPJB - ∗∗∗ Page  3.11
PPJC - ∗∗∗ Page  3.13
FRFA - ∗∗∗ Page  6.03
Instructions for ordering 
complete cartridge and body
assemblies. Page viii

Pressure ratings, material
specifications. Page 11.02

SAE Specifications. Page 11.03



11.198UK Line Mount Catalogue 12/94 #999-901-101

CD #999-901-105 Rev. 01-JAN-95

LINE MOUNT BODIES
• Aluminium rated to 210 bar and SG Iron rated to 350 bar.

90 degree 2.00” SAE Code 61 flange port body.

0

0

 Mounting Holes:
(opposite side)

Inch: .375-16 UNC-2B
x 15,7 mm. deep.

Metric: M10 x 1.50-6H
x 15,7 mm. deep.

2 places.

T–19A Cavity
Locating Shoulder
Depth 29,5 mm.

2.00” SAE Code 61
4–Bolt Flange Pattern

2 places.

2

1

3

0 57,2114,3

55,6

101,6

120,7

11,9 50,0 88,1 100,0

Mounting Hole Port 3
ALUMINIUM SG IRONMounting Hole

Dimensions
Port 3

Model Code List Price Model Code List Price

Inch SAE-6 KCS KCS/S

Metric .25 BSPP KCS/M KCS/T

90 degree 2.00” SAE Code 62 flange port body.

   

0

0

 Mounting Holes:
(opposite side)

Inch: .375-16 UNC-2B
x 15,7 mm. deep.

Metric: M10 x 1.50-6H
x 15,7 mm. deep.

2 places.

T–19A Cavity
Locating Shoulder
Depth 29,5 mm.

2.00” SAE Code 62
4–Bolt Flange Pattern

2 places.

1

3

2

0

72,1

117,6

136,7

76,2152,411,9 75,4 138,9 150,9

Mounting Hole Port 3
ALUMINIUM SG IRONMounting Hole

Dimensions
Port 3

Model Code List Price Model Code List Price

Inch SAE-6 KC8 KC8/S

Metric .25 BSPP KC8/M KC8/T

S
er

ie
s 

4 
 T

-1
9A

2

3

1

TYPICAL CARTRIDGES
USED WITH THIS BODY

RVIA - ∗∗∗ Page  1.19
RSJC - ∗∗∗ Page  2.07
SQJB - ∗∗∗ Page  2.09
RSJE - ∗∗∗ Page  2.11
SCIA - ∗∗∗ Page  2.13
PBJB - ∗∗∗ Page  3.07
PBJC - ∗∗∗ Page  3.09
CBIA - ∗∗∗ Page 4.11
CBIG - ∗∗∗ Page 4.13
CBIH - ∗∗∗ Page  4.15
CKIB - ∗∗∗ Page  4.17
LOJC - ∗∗∗ Page  9.09
LKJC - ∗∗∗ Page  9.11
LPJC - ∗∗∗ Page  9.13
LRJC - ∗∗∗ Page  9.15
COJA - ∗∗∗ Page  10.13
Instructions for ordering 
complete cartridge and body
assemblies. Page viii

Pressure ratings, material
specifications. Page 11.02

SAE Specifications. Page 11.03
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TYPICAL CARTRIDGES
USED WITH THIS BODY

RVIA - ∗∗∗ Page  1.19
RSJC - ∗∗∗ Page  2.07
SQJB - ∗∗∗ Page  2.09
RSJE - ∗∗∗ Page  2.11
SCIA - ∗∗∗ Page  2.13
PBJB - ∗∗∗ Page  3.07
PBJC - ∗∗∗ Page  3.09
CBIA - ∗∗∗ Page 4.11
CBIG - ∗∗∗ Page 4.13
CBIH - ∗∗∗ Page  4.15
CKIB - ∗∗∗ Page  4.17
LOJC - ∗∗∗ Page  9.09
LKJC - ∗∗∗ Page  9.11
LPJC - ∗∗∗ Page  9.13
LRJC - ∗∗∗ Page  9.15
COJA - ∗∗∗ Page  10.13
Instructions for ordering 
complete cartridge and body
assemblies. Page viii

Pressure ratings, material
specifications. Page 11.02

SAE Specifications. Page 11.03



11.199UK Line Mount Catalogue 12/94 #999-901-101

CD #999-901-105 Rev. 01-JAN-95

LINE MOUNT BODIES
• Aluminium rated to 210 bar and SG Iron rated to 350 bar.

90 degree 2.00” SAE Code 61 flange port body with gauge port.

0

0

T–19A Cavity
Locating Shoulder
Depth 29,5 mm.

2.00” SAE Code 61
4–Bolt Flange Pattern

2 places.

 Mounting Holes:
(opposite side)

Inch: .375-16 UNC-2B
x 15,7 mm. deep.

Metric: M10 x 1.50-6H
x 15,7 mm. deep.

2 places.

2

1

3

0

G

57,2114,3

55,6

101,6

120,7

19,0

11,9 50,0 88,1 100,0

Mounting Hole Port 3 Gauge Port
ALUMINIUM SG IRONMounting Hole

Dimensions
Port 3 Gauge Port

Model Code List Price Model Code List Price

Inch SAE-6 .25 NPTF KFS KFS/S

Metric .25 BSPP .25 BSPP KFS/M KFS/T

90 degree 2.00” SAE Code 62 flange port body with gauge port.

 

0

0

   

T–19A Cavity
Locating Shoulder
Depth 29,5 mm.

2.00” SAE Code 62
4–Bolt Flange Pattern

2 places.

 Mounting Holes:
(opposite side)

Inch: .375-16 UNC-2B
x 15,7 mm. deep.

Metric: M10 x 1.50-6H
x 15,7 mm. deep.

2 places.

1

3

2

0

G

72,1

117,6

136,7

76,2152,4

19,0

11,9 75,4
138,9

150,9

Mounting Hole Port 3 Gauge Port
ALUMINIUM SG IRONMounting Hole

Dimensions
Port 3 Gauge Port

Model Code List Price Model Code List Price

Inch SAE-6 .25 NPTF KF8 KF8/S

Metric .25 BSPP .25 BSPP KF8/M KF8/T

S
er

ie
s 

4 
 T

-1
9A

1

G

2

3

TYPICAL CARTRIDGES
USED WITH THIS BODY

RVIA - ∗∗∗ Page  1.19
RSJC - ∗∗∗ Page  2.07
SQJB - ∗∗∗ Page  2.09
RSJE - ∗∗∗ Page  2.11
SCIA - ∗∗∗ Page  2.13
PBJB - ∗∗∗ Page  3.07
PBJC - ∗∗∗ Page  3.09
CBIA - ∗∗∗ Page 4.11
CBIG - ∗∗∗ Page 4.13
CBIH - ∗∗∗ Page  4.15
CKIB - ∗∗∗ Page  4.17
LOJC - ∗∗∗ Page  9.09
LKJC - ∗∗∗ Page  9.11
LPJC - ∗∗∗ Page  9.13
LRJC - ∗∗∗ Page  9.15
COJA - ∗∗∗ Page  10.13
Instructions for ordering 
complete cartridge and body
assemblies. Page viii

Pressure ratings, material
specifications. Page 11.02

SAE Specifications. Page 11.03
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CBIH - ∗∗∗ Page  4.15
CKIB - ∗∗∗ Page  4.17
LOJC - ∗∗∗ Page  9.09
LKJC - ∗∗∗ Page  9.11
LPJC - ∗∗∗ Page  9.13
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11.200UK Line Mount Catalogue 12/94 #999-901-101

CD #999-901-105 Rev. 01-JAN-95

LINE MOUNT BODIES
• Aluminium rated to 210 bar and SG Iron rated to 350 bar.

90 degree 2.00” SAE Code 61 flange port body
with high capacity port 3 and gauge port.

0

0

2.00” SAE Code 61
4–Bolt Flange Pattern

2 places.

T–19A Cavity
Locating Shoulder
Depth 52,3 mm.

 Mounting Holes:
(opposite side)

Inch: .375-16 UNC-2B
x 19,0 mm. deep.

Metric: M10 x 1.50-6H
x 19,0 mm. deep.

2 places.

3

2

G

1

0

0

1.50” SAE Code 61
4–Bolt Flange Pattern

57,2114,3

19,0

55,6

142,7

11,9 50,0 88,1100,0

101,6

Mounting Hole Port 3
SAE C d 61 Gauge Port

ALUMINIUM SG IRONMounting Hole
Dimensions

Port 3
SAE Code 61 Gauge Port

Model Code List Price Model Code List Price

Inch 1.50” .25 NPTF KES KES/S

Metric 1.50” .25 BSPP KES/M KES/T

90 degree 2.00” SAE Code 62 flange port body
with high capacity port 3 and gauge port.

G

0

0

T–19A Cavity
Locating Shoulder
Depth 58,7 mm.

2.00” SAE Code 62
4–Bolt Flange Pattern

2 places.

1.50” SAE Code 62
4–Bolt Flange Pattern

2 places.

3

2

1

0

0

 Mounting Holes:
(opposite side)

Inch: .375-16 UNC-2B
x 15,7 mm. deep.

Metric: M10 x 1.50-6H
x 15,7 mm. deep.

2 places.

76,2152,4

82,6

19,0

176,3

9,7 58,7

128,5

108,0
117,6

Mounting Hole Port 3
SAE C d 62 Gauge Port

ALUMINIUM SG IRONMounting Hole
Dimensions

Port 3
SAE Code 62 Gauge Port

Model Code List Price Model Code List Price

Inch 1.50” .25 NPTF KE8 KE8/S

Metric 1.50” .25 BSPP KE8/M KE8/T

S
er

ie
s 
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 T

-1
9A

3

G

1

2

TYPICAL CARTRIDGES
USED WITH THIS BODY

PPJB - ∗∗∗ Page  3.11
PPJC - ∗∗∗ Page  3.13
FRFA - ∗∗∗ Page  6.03
Instructions for ordering 
complete cartridge and body
assemblies. Page viii

Pressure ratings, material
specifications. Page 11.02

SAE Specifications. Page 11.03
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TYPICAL CARTRIDGES
USED WITH THIS BODY

PPJB - ∗∗∗ Page  3.11
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Instructions for ordering 
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assemblies. Page viii
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11.201UK Line Mount Catalogue 12/94 #999-901-101

CD #999-901-105 Rev. 01-JAN-95

LINE MOUNT BODIES
• Aluminium rated to 210 bar and SG Iron rated to 350 bar.

Through port 1.00” SAE Code 61 flange port body with gauge port.

G38,0

3

2

0

0

 

1

T–19A Cavity
Locating Shoulder
Depth 29,5 mm.

1.00” SAE Code 61
4–Bolt Flange Pattern

3 places.

 Mounting Holes:
Inch: .375-16 UNC-2B

x 15,7 mm. deep.
Metric: M10 x 1.50-6H

x 15,7 mm. deep.
2 places.

0

0

31,0

78,5

124,7

143,0

11,943,775,487,443,7 87,4

45,2

Mounting Hole
Di i

Port 3 Gauge Port
ALUMINIUM SG IRONg

Dimensions
Port 3 Gauge Port

Model Code List Price Model Code List Price

Inch SAE-6 .25 NPTF KHP KHP/S

Metric .25 BSPP .25 BSPP KHP/M KHP/T

Through port 1.00” SAE Code 62 flange port body with gauge port.

 Mounting Holes:
Inch: .375-16 UNC-2B

x 15,7 mm. deep.
Metric: M10 x 1.50-6H

x 15,7 mm. deep.
2 places.

3

2

G

0

0

1

0

1.00” SAE Code 62
4–Bolt Flange Pattern

3 places.

T–19A Cavity
Locating Shoulder

Depth 29,5 mm.

0

0

84,8

131,1

11,975,487,4

36,6

149,4

45,2

43,743,7 87,4

38,0

Mounting Hole
Di i

Port 3 Gauge Port
ALUMINIUM SG IRONg

Dimensions
Port 3 Gauge Port

Model Code List Price Model Code List Price

Inch SAE-6 .25 NPTF KH4 KH4/S

Metric .25 BSPP .25 BSPP KH4/M KH4/T

S
er

ie
s 
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 T

-1
9A

3

G

1

2

TYPICAL CARTRIDGES
USED WITH THIS BODY

RVIA - ∗∗∗ Page  1.19
RSJC - ∗∗∗ Page  2.07
SQJB - ∗∗∗ Page  2.09
RSJE - ∗∗∗ Page  2.11
SCIA - ∗∗∗ Page  2.13
PBJB - ∗∗∗ Page  3.07
PBJC - ∗∗∗ Page  3.09
Instructions for ordering 
complete cartridge and body
assemblies. Page viii

Pressure ratings, material
specifications. Page 11.02

SAE Specifications. Page 11.03
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TYPICAL CARTRIDGES
USED WITH THIS BODY

RVIA - ∗∗∗ Page  1.19
RSJC - ∗∗∗ Page  2.07
SQJB - ∗∗∗ Page  2.09
RSJE - ∗∗∗ Page  2.11
SCIA - ∗∗∗ Page  2.13
PBJB - ∗∗∗ Page  3.07
PBJC - ∗∗∗ Page  3.09
Instructions for ordering 
complete cartridge and body
assemblies. Page viii

Pressure ratings, material
specifications. Page 11.02

SAE Specifications. Page 11.03



11.202UK Line Mount Catalogue 12/94 #999-901-101

CD #999-901-105 Rev. 01-JAN-95

LINE MOUNT BODIES
• Aluminium rated to 210 bar and SG Iron rated to 350 bar.

Through port 1.25” SAE Code 61 flange port body with gauge port.

 Mounting Holes:
Inch: .375-16 UNC-2B

x 15,7 mm. deep.
Metric: M10 x 1.50-6H

x 15,7 mm. deep.
2 places.

3

2

1
G

0

0

1.25” SAE Code 61
4–Bolt Flange Pattern

3 places.

T–19A Cavity
Locating Shoulder
Depth 29,5 mm.

0

131,1

11,975,487,4

38,0

149,4

43,7

84,8

43,7 87,4

Mounting Hole
Di i

Port 3 Gauge Port
ALUMINIUM SG IRONg

Dimensions
Port 3 Gauge Port

Model Code List Price Model Code List Price

Inch SAE-6 .25 NPTF KHQ KHQ/S

Metric .25 BSPP .25 BSPP KHQ/M KHQ/T

Through port 1.25” SAE Code 62 flange port body with gauge port.

 Mounting Holes:
Inch: .375-16 UNC-2B

x 15,7 mm. deep.
Metric: M10 x 1.50-6H

x 15,7 mm. deep.
2 places.0

3

2

1

0

1.25” SAE Code 62
4–Bolt Flange Pattern

3 places.

T–19A Cavity
Locating Shoulder
Depth 29,5 mm.

0

40,4

134,1

152,4

11,950,0
88,1

100,0

88,1

50,0 100,0

G

Mounting Hole
Di i

Port 3 Gauge Port
ALUMINIUM SG IRONg

Dimensions
Port 3 Gauge Port

Model Code List Price Model Code List Price

Inch SAE-6 .25 NPTF KH5 KH5/S

Metric .25 BSPP .25 BSPP KH5/M KH5/T

S
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TYPICAL CARTRIDGES
USED WITH THIS BODY

RVIA - ∗∗∗ Page  1.19
RSJC - ∗∗∗ Page  2.07
SQJB - ∗∗∗ Page  2.09
RSJE - ∗∗∗ Page  2.11
SCIA - ∗∗∗ Page  2.13
PBJB - ∗∗∗ Page  3.07
PBJC - ∗∗∗ Page  3.09
Instructions for ordering 
complete cartridge and body
assemblies. Page viii

Pressure ratings, material
specifications. Page 11.02

SAE Specifications. Page 11.03
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TYPICAL CARTRIDGES
USED WITH THIS BODY

RVIA - ∗∗∗ Page  1.19
RSJC - ∗∗∗ Page  2.07
SQJB - ∗∗∗ Page  2.09
RSJE - ∗∗∗ Page  2.11
SCIA - ∗∗∗ Page  2.13
PBJB - ∗∗∗ Page  3.07
PBJC - ∗∗∗ Page  3.09
Instructions for ordering 
complete cartridge and body
assemblies. Page viii

Pressure ratings, material
specifications. Page 11.02

SAE Specifications. Page 11.03



11.203UK Line Mount Catalogue 12/94 #999-901-101

CD #999-901-105 Rev. 01-JAN-95

LINE MOUNT BODIES
• Aluminium rated to 210 bar and SG Iron rated to 350 bar.

Through port 1.50” SAE Code 61 flange port body with gauge port.

1.50” SAE Code 61
4–Bolt Flange Pattern

3 places.

 Mounting Holes:
Inch: .375-16 UNC-2B

x 15,7 mm. deep.
Metric: M10 x 1.50-6H

x 15,7 mm. deep.
2 places.

2

3

0

1
G

0

T–19A Cavity
Locating Shoulder
Depth 29,5 mm.

0 11,950,0
88,1

100,0

140,5

158,8

42,9

50,0 100,0

94,5

Mounting Hole
Di i

Port 3 Gauge Port
ALUMINIUM SG IRONg

Dimensions
Port 3 Gauge Port

Model Code List Price Model Code List Price

Inch SAE-6 .25 NPTF KHR KHR/S

Metric .25 BSPP .25 BSPP KHR/M KHR/T

Through port 1.50” SAE Code 62 flange port body with gauge port.

 Mounting Holes:
Inch: .375-16 UNC-2B

x 15,7 mm. deep.
Metric: M10 x 1.50-6H

x 15,7 mm. deep.
2 places.

3

2

0

1

0

G

T–19A Cavity
Locating Shoulder

Depth 29,5 mm.

0

49,3

103,9

150,1

168,1

11,962,7

113,5

125,562,7 125,5

1.50” SAE Code 62
4–Bolt Flange Pattern

3 places.

Mounting Hole
Di i

Port 3 Gauge Port
ALUMINIUM SG IRONg

Dimensions
Port 3 Gauge Port

Model Code List Price Model Code List Price

Inch SAE-6 .25 NPTF KH6 KH6/S

Metric .25 BSPP .25 BSPP KH6/M KH6/T

S
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TYPICAL CARTRIDGES
USED WITH THIS BODY

RVIA - ∗∗∗ Page  1.19
RSJC - ∗∗∗ Page  2.07
SQJB - ∗∗∗ Page  2.09
RSJE - ∗∗∗ Page  2.11
SCIA - ∗∗∗ Page  2.13
PBJB - ∗∗∗ Page  3.07
PBJC - ∗∗∗ Page  3.09
Instructions for ordering 
complete cartridge and body
assemblies. Page viii

Pressure ratings, material
specifications. Page 11.02

SAE Specifications. Page 11.03
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TYPICAL CARTRIDGES
USED WITH THIS BODY

RVIA - ∗∗∗ Page  1.19
RSJC - ∗∗∗ Page  2.07
SQJB - ∗∗∗ Page  2.09
RSJE - ∗∗∗ Page  2.11
SCIA - ∗∗∗ Page  2.13
PBJB - ∗∗∗ Page  3.07
PBJC - ∗∗∗ Page  3.09
Instructions for ordering 
complete cartridge and body
assemblies. Page viii

Pressure ratings, material
specifications. Page 11.02

SAE Specifications. Page 11.03



11.204UK Line Mount Catalogue 12/94 #999-901-101

CD #999-901-105 Rev. 01-JAN-95

LINE MOUNT BODIES
• Aluminium rated to 210 bar and SG Iron rated to 350 bar.

Through port 2.00” SAE Code 61 flange port body with gauge port.

 Mounting Holes:
Inch: .375-16 UNC-2B

x 15,7 mm. deep.
Metric: M10 x 1.50-6H

x 15,7 mm. deep.
2 places.

T–19A Cavity
Locating Shoulder
Depth 29,5 mm.

3

2

0

0

1

G

2.00” SAE Code 61
4–Bolt Flange Pattern

3 places.

0

49,3

107,2

153,2

171,5

11,950,088,1100,050,0 100,0

Mounting Hole
Di i

Port 3 Gauge Port
ALUMINIUM SG IRONg

Dimensions
Port 3 Gauge Port

Model Code List Price Model Code List Price

Inch SAE-6 .25 NPTF KHS KHS/S

Metric .25 BSPP .25 BSPP KHS/M KHS/T

Through port 2.00” SAE Code 62 flange port body with gauge port.

 Mounting Holes:
Inch: .375-16 UNC-2B

x 15,7 mm. deep.
Metric: M10 x 1.50-6H

x 15,7 mm. deep.
2 places.

T–19A Cavity
Locating Shoulder
Depth 29,5 mm.

3

2

1

0

0

G

2.00” SAE Code 62
4–Bolt Flange Pattern

3 places.

0 11,975,4

138,9

150,9

60,5

126,2

172,2

190,5

75,4 150,9

Mounting Hole
Di i

Port 3 Gauge Port
ALUMINIUM SG IRONg

Dimensions
Port 3 Gauge Port

Model Code List Price Model Code List Price

Inch SAE-6 .25 NPTF KH8 KH8/S

Metric .25 BSPP .25 BSPP KH8/M KH8/T

S
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3

TYPICAL CARTRIDGES
USED WITH THIS BODY

RVIA - ∗∗∗ Page  1.19
RSJC - ∗∗∗ Page  2.07
SQJB - ∗∗∗ Page  2.09
RSJE - ∗∗∗ Page  2.11
SCIA - ∗∗∗ Page  2.13
PBJB - ∗∗∗ Page  3.07
PBJC - ∗∗∗ Page  3.09
Instructions for ordering 
complete cartridge and body
assemblies. Page viii

Pressure ratings, material
specifications. Page 11.02

SAE Specifications. Page 11.03
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TYPICAL CARTRIDGES
USED WITH THIS BODY

RVIA - ∗∗∗ Page  1.19
RSJC - ∗∗∗ Page  2.07
SQJB - ∗∗∗ Page  2.09
RSJE - ∗∗∗ Page  2.11
SCIA - ∗∗∗ Page  2.13
PBJB - ∗∗∗ Page  3.07
PBJC - ∗∗∗ Page  3.09
Instructions for ordering 
complete cartridge and body
assemblies. Page viii

Pressure ratings, material
specifications. Page 11.02

SAE Specifications. Page 11.03



11.205UK Line Mount Catalogue 12/94 #999-901-101

CD #999-901-105 Rev. 01-JAN-95

LINE MOUNT BODIES
• Aluminium rated to 210 bar and SG Iron rated to 350 bar.

Direct mount 1.25” SAE Code 61 body.

1.25” SAE Code 61
4–Bolt Flange Pattern

2 places.
Port 1 through hole.
Port 2 tapped hole.

66,5

0

0  

0

1

2

0

3

T–19A Cavity
Locating Shoulder
Depth 30,2 mm.

–222 O–ring

44,589,0

122,2

139,7

36,6

43,7 87,4

Mounting Hole
Di i

Port 3
ALUMINIUM SG IRONg

Dimensions
Port 3

Model Code List Price Model Code List Price

Inch SAE-6 ZNX ZNX/S

Metric .25 BSPP ZNX/M ZNX/T

Direct mount 1.25” SAE Code 62 body
T–19A Cavity

Locating Shoulder
Depth 30,2 mm.

0

70,6

124,0

0

1.25” SAE Code 62
4–Bolt Flange Pattern

2 places.
2 holes tapped.
4 holes through.

–222 O–ring

1

2

0

3

0

50,8101,6

142,7

50,0 100,0

38,9

Mounting Hole
Di i

Port 3
ALUMINIUM SG IRONg

Dimensions
Port 3

Model Code List Price Model Code List Price

Inch SAE-6 ZFD ZFD/S

Metric .25 BSPP ZFD/M ZFD/T

S
er

ie
s 

4 
 T

-1
9A

3

1

3

2

TYPICAL CARTRIDGES
USED WITH THIS BODY

RVIA - ∗∗∗ Page  1.19
RSJC - ∗∗∗ Page  2.07
SQJB - ∗∗∗ Page  2.09
RSJE - ∗∗∗ Page  2.11
SCIA - ∗∗∗ Page  2.13
CBIA - ∗∗∗ Page 4.11
CBIG - ∗∗∗ Page 4.13
CBIH - ∗∗∗ Page  4.15
CKIB - ∗∗∗ Page  4.17
LOJC - ∗∗∗ Page  9.09
LKJC - ∗∗∗ Page  9.11
LPJC - ∗∗∗ Page  9.13
LRJC - ∗∗∗ Page  9.15
COJA - ∗∗∗ Page  10.13
Cartridge seal type determines
O–ring type.

Instructions for ordering 
complete cartridge and body
assemblies. Page viii

Pressure ratings, material
specifications. Page 11.02

SAE Specifications. Page 11.03
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3

2

TYPICAL CARTRIDGES
USED WITH THIS BODY

RVIA - ∗∗∗ Page  1.19
RSJC - ∗∗∗ Page  2.07
SQJB - ∗∗∗ Page  2.09
RSJE - ∗∗∗ Page  2.11
SCIA - ∗∗∗ Page  2.13
CBIA - ∗∗∗ Page 4.11
CBIG - ∗∗∗ Page 4.13
CBIH - ∗∗∗ Page  4.15
CKIB - ∗∗∗ Page  4.17
LOJC - ∗∗∗ Page  9.09
LKJC - ∗∗∗ Page  9.11
LPJC - ∗∗∗ Page  9.13
LRJC - ∗∗∗ Page  9.15
COJA - ∗∗∗ Page  10.13
Cartridge seal type determines
O–ring type.

Instructions for ordering 
complete cartridge and body
assemblies. Page viii

Pressure ratings, material
specifications. Page 11.02

SAE Specifications. Page 11.03



11.206UK Line Mount Catalogue 12/94 #999-901-101

CD #999-901-105 Rev. 01-JAN-95

LINE MOUNT BODIES
• Aluminium rated to 210 bar and SG Iron rated to 350 bar.

Direct mount 1.50” SAE Code 61 body.

0

00

129,33

2

1

 

57,2114,338,0 100,0

1.88

84,1

152,4

–225 O–ring

T–19A Cavity
Locating Shoulder
Depth 34,0 mm.

1.50” SAE Code 62
4–Bolt Flange Pattern

2 places.
2 holes tapped.
4 holes through.

Mounting Hole
Di i

Port 3
ALUMINIUM SG IRONg

Dimensions
Port 3

Model Code List Price Model Code List Price

Inch SAE-6 ZNY ZNY/S

Metric .25 BSPP ZNY/M ZNY/T

Direct mount 1.50” SAE Code 62 body

1.50” SAE Code 62
4–Bolt Flange Pattern

2 places.
2 holes tapped.
4 holes through.

0

0

129,3

T–19A Cavity
Locating Shoulder
Depth 34,0 mm.

–225 O–ring

0

0

3

2

1

57,2114,3

84,1

152,4

38,0 100,0

47,8

Mounting Hole
Di i

Port 3
ALUMINIUM SG IRONg

Dimensions
Port 3

Model Code List Price Model Code List Price

Inch SAE-6 ZDQ ZDQ/S

Metric .25 BSPP ZDQ/M ZDQ/T

S
er

ie
s 

4 
 T

-1
9A

3

1

3

2

TYPICAL CARTRIDGES
USED WITH THIS BODY

RVIA - ∗∗∗ Page  1.19
RSJC - ∗∗∗ Page  2.07
SQJB - ∗∗∗ Page  2.09
RSJE - ∗∗∗ Page  2.11
SCIA - ∗∗∗ Page  2.13
CBIA - ∗∗∗ Page 4.11
CBIG - ∗∗∗ Page 4.13
CBIH - ∗∗∗ Page  4.15
CKIB - ∗∗∗ Page  4.17
LOJC - ∗∗∗ Page  9.09
LKJC - ∗∗∗ Page  9.11
LPJC - ∗∗∗ Page  9.13
LRJC - ∗∗∗ Page  9.15
COJA - ∗∗∗ Page  10.13
Cartridge seal type determines
O–ring type.

Instructions for ordering 
complete cartridge and body
assemblies. Page viii

Pressure ratings, material
specifications. Page 11.02

SAE Specifications. Page 11.03
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2

TYPICAL CARTRIDGES
USED WITH THIS BODY

RVIA - ∗∗∗ Page  1.19
RSJC - ∗∗∗ Page  2.07
SQJB - ∗∗∗ Page  2.09
RSJE - ∗∗∗ Page  2.11
SCIA - ∗∗∗ Page  2.13
CBIA - ∗∗∗ Page 4.11
CBIG - ∗∗∗ Page 4.13
CBIH - ∗∗∗ Page  4.15
CKIB - ∗∗∗ Page  4.17
LOJC - ∗∗∗ Page  9.09
LKJC - ∗∗∗ Page  9.11
LPJC - ∗∗∗ Page  9.13
LRJC - ∗∗∗ Page  9.15
COJA - ∗∗∗ Page  10.13
Cartridge seal type determines
O–ring type.

Instructions for ordering 
complete cartridge and body
assemblies. Page viii

Pressure ratings, material
specifications. Page 11.02

SAE Specifications. Page 11.03



11.207UK Line Mount Catalogue 12/94 #999-901-101

CD #999-901-105 Rev. 01-JAN-95

LINE MOUNT BODIES
• Aluminium rated to 210 bar and SG Iron rated to 350 bar.

Sandwich mount through port 1.50” SAE Code 61 body 
with gauge port.

0

1

G

2

3

0

2

T–19A Cavity
Locating Shoulder
Depth 29,5 mm.

–225 O–ring

0

47,8

133,4

177,8

196,9

44,589,023,9 42,9 112,8

1.50” SAE Code 61
4–Bolt Flange Pattern

2 places.

Mounting Hole
Di i

Port 2 Port 3 Gauge Port
ALUMINIUM SG IRONg

Dimensions
Port 2 Port 3 Gauge Port

Model Code List Price Model Code List Price

Inch 1.25 NPTF .25 NPTF .25 NPTF ZMW ZMW/S

Inch SAE-20 SAE-6 .25 NPTF ZMX ZMX/S

Metric 1.25 BSPP .25 BSPP .25 BSPP ZMY/M ZMY/T

Sandwich mount through port 1.50” SAE Code 62 body 
with gauge port.

0

2

3

2

1

0
G

T–19A Cavity
Locating Shoulder
Depth 29,5 mm.

–225 O–ring

0

57,2

150,9

195,3

214,4

50,8101,623,9 112,871,442,9

1.50” SAE Code 62
4–Bolt Flange Pattern

2 places.

Mounting Hole
Di i

Port 2 Port 3 Gauge Port
ALUMINIUM SG IRONg

Dimensions
Port 2 Port 3 Gauge Port

Model Code List Price Model Code List Price

Inch 1.25 NPTF .25 NPTF .25 NPTF WXT WXT/S

Inch SAE-20 SAE-6 .25 NPTF WXS WXS/S

Metric 1.25 BSPP .25 BSPP .25 BSPP WXR/M WXR/T

S
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ie
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G

TYPICAL CARTRIDGES
USED WITH THIS BODY

RVIA - ∗∗∗ Page  1.19
RSJC - ∗∗∗ Page  2.07
SQJB - ∗∗∗ Page  2.09
RSJE - ∗∗∗ Page  2.11
SCIA - ∗∗∗ Page  2.13
Cartridge seal type determines
O–ring type.

Instructions for ordering 
complete cartridge and body
assemblies. Page viii

Pressure ratings, material
specifications. Page 11.02

SAE Specifications. Page 11.03
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G

TYPICAL CARTRIDGES
USED WITH THIS BODY

RVIA - ∗∗∗ Page  1.19
RSJC - ∗∗∗ Page  2.07
SQJB - ∗∗∗ Page  2.09
RSJE - ∗∗∗ Page  2.11
SCIA - ∗∗∗ Page  2.13
Cartridge seal type determines
O–ring type.

Instructions for ordering 
complete cartridge and body
assemblies. Page viii

Pressure ratings, material
specifications. Page 11.02

SAE Specifications. Page 11.03



11.208UK Line Mount Catalogue 12/94 #999-901-101

CD #999-901-105 Rev. 01-JAN-95

LINE MOUNT BODIES
• Aluminium rated to 210 bar and SG Iron rated to 350 bar.

Sandwich mount through flange port 1.50” SAE Code 61 body 
with gauge port.

1.50” SAE Code 61
4–Bolt Flange Pattern

4 places.
Port 1 through hole
Port 2 tapped hole

0

0

T–19A Cavity
Locating Shoulder
Depth 29,5 mm.

0

3

2

1

G

133,4

177,8

196,9

43,787,4

47,8

17,5 65,0 112,8

–225 O–ring

Mounting Hole
Di i

Port 3 Gauge Port
ALUMINIUM SG IRONg

Dimensions
Port 3 Gauge Port

Model Code List Price Model Code List Price

Inch SAE-6 .25 NPTF ZMZ ZMZ/S

Metric .25 BSPP .25 BSPP ZMZ/M ZMZ/T

Sandwich mount through flange port 1.50” SAE Code 62 body 
with gauge port.

1.50” SAE Code 62
4–Bolt Flange Pattern

4 places.
Port 1 through holes.
Port 2 tapped holes.

3

22

1

0

0
G

T–19A Cavity
Locating Shoulder
Depth 29,5 mm.

–225 O–ring

0

57,2

150,1

214,4

50,0100,0

195,3

112,856,423,9

Mounting Hole
Di i

Port 3 Gauge Port
ALUMINIUM SG IRONg

Dimensions
Port 3 Gauge Port

Model Code List Price Model Code List Price

Inch SAE-6 .25 NPTF WYA WYA/S

Metric .25 BSPP .25 BSPP WYA/M WYA/T

S
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G

TYPICAL CARTRIDGES
USED WITH THIS BODY

RVIA - ∗∗∗ Page  1.19
RSJC - ∗∗∗ Page  2.07
SQJB - ∗∗∗ Page  2.09
RSJE - ∗∗∗ Page  2.11
SCIA - ∗∗∗ Page  2.13
Cartridge seal type determines
O–ring type.

Instructions for ordering 
complete cartridge and body
assemblies. Page viii

Pressure ratings, material
specifications. Page 11.02

SAE Specifications. Page 11.03
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TYPICAL CARTRIDGES
USED WITH THIS BODY

RVIA - ∗∗∗ Page  1.19
RSJC - ∗∗∗ Page  2.07
SQJB - ∗∗∗ Page  2.09
RSJE - ∗∗∗ Page  2.11
SCIA - ∗∗∗ Page  2.13
Cartridge seal type determines
O–ring type.

Instructions for ordering 
complete cartridge and body
assemblies. Page viii

Pressure ratings, material
specifications. Page 11.02

SAE Specifications. Page 11.03



11.209UK Line Mount Catalogue 12/94 #999-901-101

CD #999-901-105 Rev. 01-JAN-95

LINE MOUNT BODIES
• Aluminium rated to 210 bar and SG Iron rated to 350 bar.

Flange mount through port 1.50” SAE Code 61 body
with threaded outlet and gauge port.

1.50” SAE Code 61
4–Bolt Flange Pattern
Counterbore 11,9 mm.

deep.

0

0

1

G

22

3

T–19A Cavity
Locating Shoulder

Depth 29,5 mm.

–225 O–ring

0

47,8

133,4

177,8

196,9

44,589,023,9 42,9 112,871,4

Mounting Hole
Di i

Ports
1 & 2 Port 3 Gauge Port

ALUMINIUM SG IRONg
Dimensions 1 & 2 Port 3 Gauge Port

Model Code List Price Model Code List Price

Inch 1.25 NPTF .25 NPTF .25 NPTF WYQ WYQ/S

Inch SAE-20 SAE-6 .25 NPTF WYP WYP/S

Metric 1.25 BSPP .25 BSPP .25 BSPP WYO/M WYO/T

Flange mount through port 1.50” SAE Code 62 body
with threaded outlet and gauge port.

1.50” SAE Code 62
4–Bolt Flange Pattern

Counterbore 15,0 mm. deep.

0

0

2

3

2

1

G

T–19A Cavity
Locating Shoulder
Depth 29,5 mm.

–225 O–ring

0

57,2

150,9

195,3

214,4

50,8101,623,9 42,9 112,871,4

Mounting Hole
Di i

Ports
1 & 2 Port 3 Gauge Port

ALUMINIUM SG IRONg
Dimensions 1 & 2 Port 3 Gauge Port

Model Code List Price Model Code List Price

Inch 1.25 NPTF .25 NPTF .25 NPTF WXQ WXQ/S

Inch SAE-20 SAE-6 .25 NPTF WXP WXP/S

Metric 1.25 BSPP .25 BSPP .25 BSPP WXO/M WXO/T
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ie
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-1
9A

1

2

1

3

2

G

TYPICAL CARTRIDGES
USED WITH THIS BODY

RVIA - ∗∗∗ Page  1.19
RSJC - ∗∗∗ Page  2.07
SQJB - ∗∗∗ Page  2.09
RSJE - ∗∗∗ Page  2.11
SCIA - ∗∗∗ Page  2.13
Cartridge seal type determines
O–ring type.

Instructions for ordering 
complete cartridge and body
assemblies. Page viii

Pressure ratings, material
specifications. Page 11.02

SAE Specifications. Page 11.03
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TYPICAL CARTRIDGES
USED WITH THIS BODY

RVIA - ∗∗∗ Page  1.19
RSJC - ∗∗∗ Page  2.07
SQJB - ∗∗∗ Page  2.09
RSJE - ∗∗∗ Page  2.11
SCIA - ∗∗∗ Page  2.13
Cartridge seal type determines
O–ring type.

Instructions for ordering 
complete cartridge and body
assemblies. Page viii

Pressure ratings, material
specifications. Page 11.02

SAE Specifications. Page 11.03



11.210UK Line Mount Catalogue 12/94 #999-901-101

CD #999-901-105 Rev. 01-JAN-95

LINE MOUNT BODIES
• Aluminium rated to 210 bar and SG Iron rated to 350 bar.

Direct mount 90 degree 2.00” SAE Code 61 flange port body.

1

3

0

0

0

2

T–19A Cavity
Locating Shoulder
Depth 29,5 mm.

–228 O–ring
0

2.00” SAE Code 61
4–Bolt Flange Pattern

2 places.
Port 1 through hole.
Port 2 tapped hole.

13,5 mm. diameter through hole,
counterbore 19,8 mm. diameter

x 7,9 mm. deep.
4 places.

125,5

63,5112,8

108,0

62,0

96,018,3 57,2 114,3

Mounting Hole
Di i

Port 3
ALUMINIUM SG IRONg

Dimensions
Port 3

Model Code List Price Model Code List Price

Inch SAE-6 ZGV ZGV/S

Metric .25 BSPP ZGV/M ZGV/T

S
er

ie
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4 
 T

-1
9A

2

3

1

TYPICAL CARTRIDGES
USED WITH THIS BODY

CBIA - ∗∗∗ Page 4.11
CBIG - ∗∗∗ Page 4.13
CBIH - ∗∗∗ Page  4.15
CKIB - ∗∗∗ Page  4.17
Cartridge seal type determines
O–ring type.

Instructions for ordering 
complete cartridge and body
assemblies. Page viii

Pressure ratings, material
specifications. Page 11.02

SAE Specifications. Page 11.03



11.211UK Line Mount Catalogue 12/94 #999-901-101

CD #999-901-105 Rev. 01-JAN-95

LINE MOUNT BODIES
• Aluminium rated to 210 bar and SG Iron rated to 350 bar.

Two cavity 2.00” SAE Code 61 flange port high capacity body.

126,2 0

0

0

.

2.00” SAE Code 61
4–Bolt Flange Pattern

2 places.

T–19A Cavity
Locating Shoulder
Depth 29,5 mm.

2 places.

0

0

3

2

1

 Mounting Holes:
Inch: .375-16 UNC-2B

x 15,7 mm. deep.
Metric: M10 x 1.50-6H

x 15,7 mm. deep.
2 places.

171,5

75,4150,9

43,7106,4

108,0

50,0

153,2

24,6

58,7

73,2 150,9

73,2

Mounting Hole
Di i

Port 3
ALUMINIUM SG IRONg

Dimensions
Port 3

Model Code List Price Model Code List Price

Inch SAE-6 XZZ XZZ/S

Metric .25 BSPP XZZ/M XZZ/T

Two cavity 2.00” direct mount SAE Code 61 flange port
high capacity body.

T–19A Cavity
Locating Shoulder
Depth 29,5 mm.

2 places.

0

0

13,5 mm. diameter through hole,
counterbore 19,8 mm. diameter

x 11,2 mm. deep.

–228 O–ring0

0

3

2

1

2.00” SAE Code 61
4–Bolt Flange Pattern

2 places.
Port 1 through hole.
Port 2 tapped hole.

171,5

75,4150,9

108,0

153,2

50,0

73,2 150,9

73,2

Mounting Hole
Di i

Port 3
ALUMINIUM SG IRONg

Dimensions
Port 3

Model Code List Price Model Code List Price

Inch SAE-6 XVD XVD/S

Metric .25 BSPP XVD/M XVD/T

S
er

ie
s 

4 
 T

-1
9A

1

3

2

TYPICAL CARTRIDGES
USED WITH THIS BODY

CBIA - ∗∗∗ Page 4.11
CBIG - ∗∗∗ Page 4.13
CBIH - ∗∗∗ Page  4.15
CKIB - ∗∗∗ Page  4.17
Instructions for ordering 
complete cartridge and body
assemblies. Page viii

Pressure ratings, material
specifications. Page 11.02

SAE Specifications. Page 11.03
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TYPICAL CARTRIDGES
USED WITH THIS BODY

CBIA - ∗∗∗ Page 4.11
CBIG - ∗∗∗ Page 4.13
CBIH - ∗∗∗ Page  4.15
CKIB - ∗∗∗ Page  4.17
Cartridge seal type determines
O–ring type.

Instructions for ordering 
complete cartridge and body
assemblies. Page viii

Pressure ratings, material
specifications. Page 11.02

SAE Specifications. Page 11.03



11.212UK Line Mount Catalogue 12/94 #999-901-101

CD #999-901-105 Rev. 01-JAN-95

LINE MOUNT BODIES
• Aluminium rated to 210 bar and SG Iron rated to 350 bar.

Four cavity four–way 1.50” SAE Code 61 flange port logic body
for directional applications.

T–19A Cavity
Locating Shoulder
Depth 29,5 mm.

4 places.

 Mounting Holes:
Inch: .375-16 UNC-2B

x 15,7 mm. deep.
Metric: M10 x 1.50-6H

x 15,7 mm. deep.
2 places.

1.50” SAE Code 61
4–Bolt Flange Pattern

4 places.

0

101,6

38,0

38,089,0139,7190,5

88,1

136,7

152,4

41,1

86,6

038,089,0139,7190,5

050,8

114,3
152,4 76,2

177,8
228,6 165,0 63,5 00 64,3 150,9

0

88,1

139,7

12,7

1 2

3 4

1 2 3 4

P T

a b

0

Mounting Hole
Di i

Ports
 1 & 2,

ALUMINIUM SG IRONg
Dimensions  1 & 2,

3 & 4 Model Code List Price Model Code List Price

Inch SAE-6 YRD YRD/S

Metric .25 BSPP YRD/M YRD/T

Five cavity four–way 1.50” SAE Code 61 flange port logic body
for directional applications.

T–19A Cavity
Locating Shoulder
Depth 29,5 mm.

5 places.

1.50” SAE Code 61
4–Bolt Flange Pattern

4 places.  Mounting Holes:
Inch: .375-16 UNC-2B

x 15,7 mm. deep.
Metric: M10 x 1.50-6H

x 15,7 mm. deep.
2 places.

152,4

136,7

93,7

41,1

0
0

0
0 62,0215,9279,4

39,6

139,7

88,1

38,0

0

86,6

101,6

64,3 150,9

12,7

228,6 203,2 139,7 76,2 50,8 0

0

190,5241,3 139,7 89,0 38,0 0

1

2

3

4

1 2 5 3 4

a b

P T

241,3 190,5 139,7 89,0 38,0

Mounting Hole
Di i

Ports
 1,2,

ALUMINIUM SG IRONg
Dimensions  1,2,

3,4 & 5 Model Code List Price Model Code List Price

Inch SAE-6 YQD YQD/S

Metric .25 BSPP YQD/M YQD/T
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1 2 3 4

B

T1 3
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TYPICAL CARTRIDGES
USED WITH THIS BODY

LOJC - ∗∗∗ Page  9.09
LKJC - ∗∗∗ Page  9.11
LPJC - ∗∗∗ Page  9.13
LRJC - ∗∗∗ Page  9.15
Instructions for ordering 
complete cartridge and body
assemblies. Page viii

Pressure ratings, material
specifications. Page 11.02

SAE Specifications. Page 11.03
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TYPICAL CARTRIDGES
USED WITH THIS BODY

LOJC - ∗∗∗ Page  9.09
LKJC - ∗∗∗ Page  9.11
LPJC - ∗∗∗ Page  9.13
LRJC - ∗∗∗ Page  9.15
Instructions for ordering 
complete cartridge and body
assemblies. Page viii

Pressure ratings, material
specifications. Page 11.02

SAE Specifications. Page 11.03



11.213UK Line Mount Catalogue 12/94 #999-901-101

CD #999-901-105 Rev. 01-JAN-95

LINE MOUNT BODIES
• Aluminium rated to 210 bar and SG Iron rated to 350 bar.

Four cavity four–way 2.00” SAE Code 61 flange port logic body
for directional applications.

2.00” SAE Code 61
4–Bolt Flange Pattern

4 places.

0

0
0

0

0

2 4

1 3

P T

A B

88,1

136,7

152,4

150,9

12,7

139,7

89,0139,7190,5

50,876,2114,3152,4177,8

38,0

50,8

64,3

88,1

T–19A Cavity
Locating Shoulder
Depth 29,5 mm.

4 places.

 Mounting Holes:
Inch: .375-16 UNC-2B

x 15,7 mm. deep.
Metric: M10 x 1.50-6H

x 15,7 mm. deep.
2 places.

166,6228,6 62,0

101,6

86,6

38,0

1 2 3 4

0

0

190,5 139,7 89,0 38,0

Mounting Hole
Di i

Ports
 1 & 2,

ALUMINIUM SG IRONg
Dimensions  1 & 2,

3 & 4 Model Code List Price Model Code List Price

Inch SAE-6 YRC YRC/S

Metric .25 BSPP YRC/M YRC/T

Five cavity four–way 2.00” SAE Code 61 flange port logic body
for directional applications.

93,7

T–19A Cavity
Locating Shoulder
Depth 29,5 mm.

5 places.

 Mounting Holes:
Inch: .375-16 UNC-2B

x 15,7 mm. deep.
Metric: M10 x 1.50-6H

x 15,7 mm. deep.
2 places.

2.00” SAE Code 61
4–Bolt Flange Pattern

4 places.

0

0

00

0

0

2 4

1 3

P T

89,0139,7190,5241,3

279,4

38,0

86,6

101,6

152,4

136,7

64,3

12,7

139,7

50,876,2139,7203,2228,6

63,5215,9

50,8

50,8

150,9

88,1

1 2 3 45

0

38,0 0

241,3 190,5 139,7 89,0 38,0

Mounting Hole
Di i

Ports
 1 & 2,

ALUMINIUM SG IRONg
Dimensions  1 & 2,

3 & 4 Model Code List Price Model Code List Price

Inch SAE-6 YQC YQC/S

Metric .25 BSPP YQC/M YQC/T

S
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ie
s 

4 
 T
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1 2 3 4

B
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TYPICAL CARTRIDGES
USED WITH THIS BODY

LOJC - ∗∗∗ Page  9.09
LKJC - ∗∗∗ Page  9.11
LPJC - ∗∗∗ Page  9.13
LRJC - ∗∗∗ Page  9.15
Instructions for ordering 
complete cartridge and body
assemblies. Page viii

Pressure ratings, material
specifications. Page 11.02

SAE Specifications. Page 11.03
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TYPICAL CARTRIDGES
USED WITH THIS BODY

LOJC - ∗∗∗ Page  9.09
LKJC - ∗∗∗ Page  9.11
LPJC - ∗∗∗ Page  9.13
LRJC - ∗∗∗ Page  9.15
Instructions for ordering 
complete cartridge and body
assemblies. Page viii

Pressure ratings, material
specifications. Page 11.02

SAE Specifications. Page 11.03



11.214UK Line Mount Catalogue 12/94 #999-901-101

CD #999-901-105 Rev. 01-JAN-95

LINE MOUNT BODIES
• Aluminium rated to 210 bar and SG Iron rated to 350 bar.

90 degree 1.50” SAE Code 61 flange port body with shuttle.

Á
Á
Á

Á
ÁÁ
Á

Á
Á
Á

0

0

0

2

3

1
0

 Mounting Holes:
Inch: .375-16 UNC-2B

x 15,7 mm. deep.
Metric: M10 x 1.50-6H

x 15,7 mm. deep.
2 places.

0

T–19A Cavity
Locating Shoulder
Depth 30,2 mm.

2 places.

1.50” SAE Code 61
4–Bolt Flange Pattern

2 places.

Port “S” in
End of Hex

18,3

55,6

120,7

98,6

41,1
88,1

100,0

38,1

11,9101,650,8

Mounting Hole
Di i

Port 3 Shuttle
Cartridge Port S

ALUMINIUM SG IRONg
Dimensions

Port 3 Cartridge Port S
Model Code List Price Model Code List Price

Inch SAE-6  CSAA – EXN SAE-4 KGR KGR/S

Metric .25 BSPP  CSAA – BXN .25 BSPP KGR/M KGR/T

90 degree 1.50” SAE Code 62 flange port body with shuttle.

0

0

0

0

3

2

1

18,3

T–19A Cavity
Locating Shoulder
Depth 30,2 mm.

1.50” SAE Code 62
4–Bolt Flange Pattern

2 places.

 Mounting Holes:
Inch: .375-16 UNC-2B

x 15,7 mm. deep.
Metric: M10 x 1.50-6H

x 15,7 mm. deep.
2 places.

Port “S” in
End of Hex

0 11,988,1100,0

38,1

62,0

127,0

104,6

47,8114,357,2

Mounting Hole
Di i

Port 3 Shuttle
Cartridge Gauge Port

ALUMINIUM SG IRONg
Dimensions

Port 3 Cartridge Gauge Port
Model Code List Price Model Code List Price

Inch SAE-6  CSAA – EXN SAE-4 KG6 KG6/S

Metric .25 BSPP  CSAA – BXN .25 BSPP KG6/M KG6/T
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1

TYPICAL CARTRIDGES
USED WITH THIS BODY

CBIA - ∗∗∗ Page 4.11
CBIG - ∗∗∗ Page 4.13
CBIH - ∗∗∗ Page  4.15
CKIB - ∗∗∗ Page  4.17
Cartridge seal type determines
O–ring type.

Instructions for ordering 
complete cartridge and body
assemblies. Page viii

Pressure ratings, material
specifications. Page 11.02

SAE Specifications. Page 11.03
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1

TYPICAL CARTRIDGES
USED WITH THIS BODY

CBIA - ∗∗∗ Page 4.11
CBIG - ∗∗∗ Page 4.13
CBIH - ∗∗∗ Page  4.15
CKIB - ∗∗∗ Page  4.17
Cartridge seal type determines
O–ring type.

Instructions for ordering 
complete cartridge and body
assemblies. Page viii

Pressure ratings, material
specifications. Page 11.02

SAE Specifications. Page 11.03



11.215UK Line Mount Catalogue 12/94 #999-901-101

CD #999-901-105 Rev. 01-JAN-95

LINE MOUNT BODIES
• Aluminium rated to 210 bar and SG Iron rated to 350 bar.

90 degree 2.00” SAE Code 61 flange port body with shuttle.

Á
Á
Á
Á
ÁÁ
Á
Á

Á
Á

0

0

0

2

3

1

0

 Mounting Holes:
Inch: .375-16 UNC-2B

x 15,7 mm. deep.
Metric: M10 x 1.50-6H

x 15,7 mm. deep.
2 places.

0

T–19A Cavity
Locating Shoulder
Depth 30,2 mm.

2.00” SAE Code 61
4–Bolt Flange Pattern

2 places.

Port “S” in
End of Hex

18,3

55,6

120,7

98,6

47,888,1100,0

38,0

11,9114,357,2

Mounting Hole
Di i

Port 3 Shuttle
Cartridge Port S

ALUMINIUM SG IRONg
Dimensions

Port 3 Cartridge Port S
Model Code List Price Model Code List Price

Inch SAE-6  CSAA – EXN SAE-4 KGS KGS/S

Metric .25 BSPP  CSAA – BXN .25 BSPP KGS/M KGS/T

90 degree 2.00” SAE Code 62 flange port body with shuttle.

0

17,5

1

2

3

86,6

150,9

132,6

114,376,2 152,4 57,2

0

00

T–19A Cavity
Locating Shoulder

Depth 29,5

2.00” SAE Code 62
4–Bolt Flange Pattern

2 places.
Port “S” in
End of Hex

 Mounting Holes:
Inch: .375-16 UNC-2B

x 15,7 mm. deep.
Metric: M10 x 1.50-6H

x 15,7 mm. deep.
2 places.

Mounting Hole
Di i

Port 3 Shuttle
Cartridge Gauge Port

ALUMINIUM SG IRONg
Dimensions

Port 3 Cartridge Gauge Port
Model Code List Price Model Code List Price

Inch SAE-6  CSAA – EXN SAE-4 KG8 KG8/S

Metric .25 BSPP  CSAA – BXN .25 BSPP KG8/M KG8/T
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TYPICAL CARTRIDGES
USED WITH THIS BODY

CBIA - ∗∗∗ Page 4.11
CBIG - ∗∗∗ Page 4.13
CBIH - ∗∗∗ Page  4.15
CKIB - ∗∗∗ Page  4.17
Cartridge seal type determines
O–ring type.

Instructions for ordering 
complete cartridge and body
assemblies. Page viii

Pressure ratings, material
specifications. Page 11.02

SAE Specifications. Page 11.03
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TYPICAL CARTRIDGES
USED WITH THIS BODY

CBIA - ∗∗∗ Page 4.11
CBIG - ∗∗∗ Page 4.13
CBIH - ∗∗∗ Page  4.15
CKIB - ∗∗∗ Page  4.17
Cartridge seal type determines
O–ring type.

Instructions for ordering 
complete cartridge and body
assemblies. Page viii

Pressure ratings, material
specifications. Page 11.02

SAE Specifications. Page 11.03



11.216UK Line Mount Catalogue 12/94 #999-901-101

CD #999-901-105 Rev. 01-JAN-95

LINE MOUNT BODIES
• Aluminium rated to 210 bar and SG Iron rated to 350 bar.

Two cavity cross–piloted inline 1.50” SAE Code 61 flange port body 
for load control applications.

0

127,0

127,0

12,7

ÁÁ

0

V2 V1
50,8

32,5
47,8 144,5

159,5 192,0
114,3

1.50” SAE Code 61
4–Bolt Flange Pattern

2 places.

T–19A Cavity
Locating Shoulder
Depth 29,5 mm.

2 places.

00

C2

158,8

0

101,6

50,8

Mounting Holes:
Inch: .375-16 UNC-2B       

x 22,4 deep.
Metric M10 x 1.50-6 H

x 22.4 deep
4 places

Mounting Hole
Di i

ALUMINIUM SG IRONg
Dimensions

Model Code List Price Model Code List Price

Inch XZP XZP/S

Metric XZP/M XZP/T

Two cavity cross–piloted inline 1.50” SAE Code 61 flange port body
with shuttle for load control applications.

 Mounting Holes:
Inch: .375-16 UNC-2B

x 22,4 mm. deep.
Metric: M10 x 1.50-6H

x 22,4 mm. deep.
4 places.

0

11,9

127,0

50,8

32,5
47,8 144,5

159,5
192,0 12,7114,3127,0

0

00

1.50” SAE Code 61
4–Bolt Flange Pattern

4 places.

T–19A Cavity
Locating Shoulder
Depth 29,5 mm.

2 places.
Port “S” in
End of Hex

158,8

101,6

50,8

0

V2 V1 C2

Mounting Hole
Di i

Shuttle
Cartridge Port S

ALUMINIUM SG IRONg
Dimensions Cartridge Port S

Model Code List Price Model Code List Price

Inch  CSAA – EXN SAE-4 XZQ XZQ/S

Metric  CSAA – BXN .25 BSPP XZQ/M XZQ/T

S
er

ie
s 

4 
 T

-1
9A

V1 V2

C1 C2

TYPICAL CARTRIDGES
USED WITH THIS BODY

CBIA - ∗∗∗ Page 4.11
CBIG - ∗∗∗ Page 4.13
CBIH - ∗∗∗ Page  4.15
CKIB - ∗∗∗ Page  4.17
Instructions for ordering 
complete cartridge and body
assemblies. Page viii

Pressure ratings, material
specifications. Page 11.02

SAE Specifications. Page 11.03

V1 V2S

C1 C2

TYPICAL CARTRIDGES
USED WITH THIS BODY

CBIA - ∗∗∗ Page 4.11
CBIG - ∗∗∗ Page 4.13
CBIH - ∗∗∗ Page  4.15
CKIB - ∗∗∗ Page  4.17
Cartridge seal type determines
O–ring type.

Instructions for ordering 
complete cartridge and body
assemblies. Page viii

Pressure ratings, material
specifications. Page 11.02

SAE Specifications. Page 11.03



11.217UK Line Mount Catalogue 12/94 #999-901-101

CD #999-901-105 Rev. 01-JAN-95

LINE MOUNT BODIES
• Aluminium rated to 210 bar and SG Iron rated to 350 bar.

Two cavity cross–piloted inline 2.00” SAE Code 61 flange port body 
for load control applications.

0

V2 V1

158,8

50,8

12,7114,3127,028,4 52,3 157,2 180,8 209,6

127,0

0

00

 Mounting Holes:
Inch: .375-16 UNC-2B

x 22,4 mm. deep.
Metric: M10 x 1.50-6H

x 22,4 mm. deep.
4 places.

2.00” SAE Code 61
4–Bolt Flange Pattern

4 places.

T–19A Cavity
Locating Shoulder
Depth 29,5 mm.

2 places.

C2
50,8

101,6

0

Mounting Hole
Di i

ALUMINIUM SG IRONg
Dimensions

Model Code List Price Model Code List Price

Inch XZR XZR/S

Metric XZR/M XZR/T

Two cavity cross–piloted inline 2.00” SAE Code 61 flange port body
with shuttle for load control applications.

0

11,9
158,8

50,8

12,7
114,3

127,0

101,6

28,4 52,3 157,2 180,8 209,6 00

C2

127,0

101,6

50,8

0

T–19A Cavity
Locating Shoulder
Depth 29,5 mm.

2 places.

2.00” SAE Code 61
4–Bolt Flange Pattern

4 places.

 Mounting Holes:
Inch: .375-16 UNC-2B

x 22,4 mm. deep.
Metric: M10 x 1.50-6H

x 22,4 mm. deep.
4 places.

Port “S” in
End of Hex

V2 V1

Mounting Hole
Di i

Shuttle
Cartridge Port S

ALUMINIUM SG IRONg
Dimensions Cartridge Port S

Model Code List Price Model Code List Price

Inch  CSAA – EXN SAE-4 XZS XZS/S

Metric  CSAA – BXN .25 BSPP XZS/M XZS/T

S
er

ie
s 

4 
 T

-1
9A

V1 V2

C1 C2

TYPICAL CARTRIDGES
USED WITH THIS BODY

CBIA - ∗∗∗ Page 4.11
CBIG - ∗∗∗ Page 4.13
CBIH - ∗∗∗ Page  4.15
CKIB - ∗∗∗ Page  4.17
Instructions for ordering 
complete cartridge and body
assemblies. Page viii

Pressure ratings, material
specifications. Page 11.02

SAE Specifications. Page 11.03

V1 V2S

C1 C2

TYPICAL CARTRIDGES
USED WITH THIS BODY

CBIA - ∗∗∗ Page 4.11
CBIG - ∗∗∗ Page 4.13
CBIH - ∗∗∗ Page  4.15
CKIB - ∗∗∗ Page  4.17
Cartridge seal type determines
O–ring type.

Instructions for ordering 
complete cartridge and body
assemblies. Page viii

Pressure ratings, material
specifications. Page 11.02

SAE Specifications. Page 11.03



11.218UK Line Mount Catalogue 12/94 #999-901-101

CD #999-901-105 Rev. 01-JAN-95

LINE MOUNT BODIES
• Aluminium rated to 210 bar and SG Iron rated to 350 bar.

Two cavity 90 degree cross–piloted 1.50” SAE Code 61
flange port body for load control applications.

0

0

T–19A Cavity
Locating Shoulder
Depth 30,2 mm.

2 places.

1.50” SAE Code 61
4–Bolt Flange Pattern

4 places.

V1 V2

C1 C2

0

 Mounting Holes:
(opposite side)

Inch: .375-16 UNC-2B
x 15,7 mm. deep.

Metric: M10 x 1.50-6H
x 15,7 mm. deep.

2 places.

47,8

112,8

101,6 50,853,8 142,7 196,9

Mounting Hole
Di i

ALUMINIUM SG IRONg
Dimensions

Model Code List Price Model Code List Price

Inch YMR YMR/S

Metric YMR/M YMR/T

Two cavity 90 degree cross–piloted 1.50” SAE Code 61
flange port body with shuttle for load control applications.

0

0

T–19A Cavity
Locating Shoulder
Depth 30,2 mm.

2 places.

1.50” SAE Code 61
4–Bolt Flange Pattern

4 places.

 Mounting Holes:
(opposite side)

Inch: .375-16 UNC-2B
x 15,7 mm. deep.

Metric: M10 x 1.50-6H
x 15,7 mm. deep.

2 places.

18,3

V1 V2

C1 C2

0

S

0

Port “S” in
End of Hex

112,8

50,8101,653,8 142,7 196,9

47,8

Mounting Hole
Di i

Shuttle
Cartridge Port S

ALUMINIUM SG IRONg
Dimensions Cartridge Port S

Model Code List Price Model Code List Price

Inch  CSAA – EXN SAE-4 YNR YNR/S

Metric  CSAA – BXN .25 BSPP YNR/M YNR/T

S
er

ie
s 

4 
 T

-1
9A

V1 V2

C1 C2

TYPICAL CARTRIDGES
USED WITH THIS BODY

CBIA - ∗∗∗ Page 4.11
CBIG - ∗∗∗ Page 4.13
CBIH - ∗∗∗ Page  4.15
CKIB - ∗∗∗ Page  4.17
Instructions for ordering 
complete cartridge and body
assemblies. Page viii

Pressure ratings, material
specifications. Page 11.02

SAE Specifications. Page 11.03

V1 V2

C1 C2S

TYPICAL CARTRIDGES
USED WITH THIS BODY

CBIA - ∗∗∗ Page 4.11
CBIG - ∗∗∗ Page 4.13
CBIH - ∗∗∗ Page  4.15
CKIB - ∗∗∗ Page  4.17
Cartridge seal type determines
O–ring type.

Instructions for ordering 
complete cartridge and body
assemblies. Page viii

Pressure ratings, material
specifications. Page 11.02

SAE Specifications. Page 11.03



11.219UK Line Mount Catalogue 12/94 #999-901-101

CD #999-901-105 Rev. 01-JAN-95

LINE MOUNT BODIES
• Aluminium rated to 210 bar and SG Iron rated to 350 bar.

Two cavity 90 degree cross–piloted 1.50” SAE Code 62
flange port body for load control applications.

0

0

1.50” SAE Code 62
4–Bolt Flange Pattern

4 places.

 Mounting Holes:
(opposite side)

Inch: .375-16 UNC-2B
x 15,7 mm. deep.

Metric: M10 x 1.50-6H
x 15,7 mm. deep.

4 places.

T–19A Cavity
Locating Shoulder
Depth 29,5 mm.

2 places.

V1

C1

V2

C2

0

0

61,2

125,4

114,3 57,2

113,5

11,9

13,2 165,0
216,4

229,464,3

Mounting Hole
Di i

ALUMINIUM SG IRONg
Dimensions

Model Code List Price Model Code List Price

Inch YM6 YM6/S

Metric YM6/M YM6/T

Two cavity 90 degree cross–piloted 1.50” SAE Code 62
flange port body with shuttle for load control applications.

0 0

0

16,8

1.50” SAE Code 62
4–Bolt Flange Pattern

4 places.

T–19A Cavity
Locating Shoulder
Depth 29,5 mm.

2 places.

 Mounting Holes:
(opposite side)

Inch: .375-16 UNC-2B
x 15,7 mm. deep.

Metric: M10 x 1.50-6H
x 15,7 mm. deep.

4 places.

Port “S” in
End of Hex

V1

C1

V2

0

S

C2
0

125,4

114,3 57,2

113,5

11,9

13,2 165,0
216,4

229,464,3

61,2

Mounting Hole
Di i

Shuttle
Cartridge Port S

ALUMINIUM SG IRONg
Dimensions Cartridge Port S

Model Code List Price Model Code List Price

Inch  CSAA – EXN SAE-4 YN6 YN6/S

Metric  CSAA – BXN .25 BSPP YN6/M YN6/T

S
er

ie
s 

4 
 T

-1
9A

V1 V2

C1 C2

TYPICAL CARTRIDGES
USED WITH THIS BODY

CBIA - ∗∗∗ Page 4.11
CBIG - ∗∗∗ Page 4.13
CBIH - ∗∗∗ Page  4.15
CKIB - ∗∗∗ Page  4.17
Instructions for ordering 
complete cartridge and body
assemblies. Page viii

Pressure ratings, material
specifications. Page 11.02

SAE Specifications. Page 11.03

V1 V2

C1 C2S

TYPICAL CARTRIDGES
USED WITH THIS BODY

CBIA - ∗∗∗ Page 4.11
CBIG - ∗∗∗ Page 4.13
CBIH - ∗∗∗ Page  4.15
CKIB - ∗∗∗ Page  4.17
Cartridge seal type determines
O–ring type.

Instructions for ordering 
complete cartridge and body
assemblies. Page viii

Pressure ratings, material
specifications. Page 11.02

SAE Specifications. Page 11.03



11.220UK Line Mount Catalogue 12/94 #999-901-101

CD #999-901-105 Rev. 01-JAN-95

LINE MOUNT BODIES
• Aluminium rated to 210 bar and SG Iron rated to 350 bar.

Two cavity 90 degree cross–piloted 2.00” SAE Code 61
flange port body for load control applications.

0

0

T–19A Cavity
Locating Shoulder
Depth 29,5 mm.

 Mounting Holes:
(opposite side)

Inch: .375-16 UNC-2B
x 15,7 mm. deep.

Metric: M10 x 1.50-6H
x 15,7 mm. deep.

2 places.

V2V1

C1 C2

0

2.00” SAE Code 61
4–Bolt Flange Pattern

4 places.

114,3 57,2

125,5

60,5

50,8 152,4 203,2

Mounting Hole
Di i

ALUMINIUM SG IRONg
Dimensions

Model Code List Price Model Code List Price

Inch YMS YMS/S

Metric YMS/M YMS/T

Two cavity 90 degree cross–piloted 2.00” SAE Code 61
flange port body with shuttle for load control applications.

V2V1

C1 C2

0

S

0 0

0

Port “S” in
End of Hex

18,3

203,2

T–19A Cavity
Locating Shoulder
Depth 29,5 mm.

2 places.

2.00” SAE Code 61
4–Bolt Flange Pattern

4 places.

 Mounting Holes:
(opposite side)

Inch: .375-16 UNC-2B
x 15,7 mm. deep.

Metric: M10 x 1.50-6H
x 15,7 mm. deep.

2 places.

60,5

50,8 152,4 114,3 57,2

125,5

Mounting Hole
Di i

Shuttle
Cartridge Port S

ALUMINIUM SG IRONg
Dimensions Cartridge Port S

Model Code List Price Model Code List Price

Inch  CSAA – EXN SAE-4 YNS YNS/S

Metric  CSAA – BXN .25 BSPP YNS/M YNS/T

S
er

ie
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4 
 T

-1
9A

V1 V2

C1 C2

TYPICAL CARTRIDGES
USED WITH THIS BODY

CBIA - ∗∗∗ Page 4.11
CBIG - ∗∗∗ Page 4.13
CBIH - ∗∗∗ Page  4.15
CKIB - ∗∗∗ Page  4.17
Instructions for ordering 
complete cartridge and body
assemblies. Page viii

Pressure ratings, material
specifications. Page 11.02

SAE Specifications. Page 11.03

V1 V2

C1 C2S

TYPICAL CARTRIDGES
USED WITH THIS BODY

CBIA - ∗∗∗ Page 4.11
CBIG - ∗∗∗ Page 4.13
CBIH - ∗∗∗ Page  4.15
CKIB - ∗∗∗ Page  4.17
Cartridge seal type determines
O–ring type.

Instructions for ordering 
complete cartridge and body
assemblies. Page viii

Pressure ratings, material
specifications. Page 11.02

SAE Specifications. Page 11.03



11.221UK Line Mount Catalogue 12/94 #999-901-101

CD #999-901-105 Rev. 01-JAN-95

LINE MOUNT BODIES
Aluminium rated to 210 bar and SG Iron rated to 350 bar.

Body with reverse free flow check and gauge port.

1

2

G

3

0
00

0

2 places.

Mounting Holes:
10,7 mm. diameter

through hole.

28,7CXJA-XCN

165,0

38,0100,0

47,8

158,0

12,7

101,6152,4

Ports
1 & 2 Port 3 Gauge Port

ALUMINIUM SG IRON
1 & 2 Port 3 Gauge Port

Model Code List Price Model Code List Price

.75 NPTF .25 NPTF .25 NPTF K6D K6D/S

1.00 NPTF .25 NPTF .25 NPTF K6E K6E/S

1.25 NPTF .25 NPTF .25 NPTF K6F K6F/S

SAE-12 SAE-6 .25 NPTF K6L K6L/S

SAE-16 SAE-6 .25 NPTF K6M K6M/S

SAE-20 SAE-6 .25 NPTF K6N K6N/S

.75 BSPP .25 BSPP .25 BSPP K6W K6W/S

1.00 BSPP .25 BSPP .25 BSPP K6X K6X/S

1.25 BSPP .25 BSPP .25 BSPP K6Y K6Y/S

S
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ie
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 T

-1
9A

1

G

3

2

 

TYPICAL CARTRIDGES
USED WITH THIS BODY

RVIA - ∗∗∗ Page  1.19
RSJC - ∗∗∗ Page  2.07
SQJB - ∗∗∗ Page  2.09
RSJE - ∗∗∗ Page  2.11
Cartridge seal type determines
check valve seal type.

Instructions for ordering 
complete cartridge and body
assemblies. Page viii

Pressure ratings, material
specifications. Page 11.02

l

0
0

0

T-19A Cavity
Locating Shoulder
Depth 31,0 mm.

47,8

112,0

38,0

76,2

177,8



11.222UK Line Mount Catalogue 12/94 #999-901-101

CD #999-901-105 Rev. 01-JAN-95

LINE MOUNT BODIES
• Aluminium rated to 210 bar and SG Iron rated to 350 bar.

1.25” SAE Code 61 flange port body with reverse free flow check 
and gauge port.

CXJA–XCN

 Mounting Holes:
(opposite side)

Inch: .375-16 UNC-2B
x 15,7 mm. deep.

Metric: M10 x 1.50-6H
x 15,7 mm. deep.

2 places.

1.25” SAE Code 61
4–Bolt Flange Pattern

2 places.

0

3

2

1 G

101,6

44,5

109,5

155,4

174,8

37,3

125,5

18,3 107,288,1 31,850,8

0

0

00
T–19A Cavity

Locating Shoulder
Depth 30,2 mm.

28,7

Mounting Hole
Di i

Port 3 Gauge Port
ALUMINIUM SG IRONg

Dimensions
Port 3 Gauge Port

Model Code List Price Model Code List Price

Inch SAE-6 .25 NPTF K6Q K6Q/S

Metric .25 BSPP .25 BSPP K6Q/M K6Q/T

1.25” SAE Code 62 flange port body with reverse free flow check 
and gauge port.

3

1

2

G

0

155,4

28,7 101,6

18,3 37,3 107,2 125,5

109,5

174,8

31,850,888,1

0

0

00

44,5

CXJA–XCN

1.25” SAE Code 62
4–Bolt Flange Pattern

2 places.

T–19A Cavity
Locating Shoulder

Depth 30,2 mm.

 Mounting Holes:
(opposite side)

Inch: .375-16 UNC-2B
x 15,7 mm. deep.

Metric: M10 x 1.50-6H
x 15,7 mm. deep.

2 places.

Mounting Hole
Di i

Port 3 Gauge Port
ALUMINIUM SG IRONg

Dimensions
Port 3 Gauge Port

Model Code List Price Model Code List Price

Inch SAE-6 .25 NPTF K65 K65/S

Metric .25 BSPP .25 BSPP K65/M K65/T

S
er
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2

1

G

3

TYPICAL CARTRIDGES
USED WITH THIS BODY

RVIA - ∗∗∗ Page  1.19
RSJC - ∗∗∗ Page  2.07
SQJB - ∗∗∗ Page  2.09
RSJE - ∗∗∗ Page  2.11
Cartridge seal type determines
check valve seal type.

Instructions for ordering 
complete cartridge and body
assemblies. Page viii

Pressure ratings, material
specifications. Page 11.02

SAE Specifications. Page 11.03

2

1

G

3

TYPICAL CARTRIDGES
USED WITH THIS BODY

RVIA - ∗∗∗ Page  1.19
RSJC - ∗∗∗ Page  2.07
SQJB - ∗∗∗ Page  2.09
RSJE - ∗∗∗ Page  2.11
Cartridge seal type determines
check valve seal type.

Instructions for ordering 
complete cartridge and body
assemblies. Page viii

Pressure ratings, material
specifications. Page 11.02

SAE Specifications. Page 11.03



11.223UK Line Mount Catalogue 12/94 #999-901-101

CD #999-901-105 Rev. 01-JAN-95

LINE MOUNT BODIES
• Aluminium rated to 210 bar and SG Iron rated to 350 bar.

1.50” SAE Code 61 flange port body with reverse free flow check 
and gauge port.

23,9

G
1

2

3

0

112,8

177,8

47,8

158,8

125,5 114,3

57,218,3 88,1 107,2

0

00 37,3

0

CXJA–XCN

76,2

1.50” SAE Code 61
4–Bolt Flange Pattern

2 places.

T–19A Cavity
Locating Shoulder
Depth 30,2 mm.

 Mounting Holes:
Inch: .375-16 UNC-2B

x 15,7 mm. deep.
Metric: M10 x 1.50-6H

x 15,7 mm. deep.
2 places.

0

Mounting Hole
Di i

Port 3 Gauge Port
ALUMINIUM SG IRONg

Dimensions
Port 3 Gauge Port

Model Code List Price Model Code List Price

Inch SAE-6 .25 NPTF K6R K6R/S

Metric .25 BSPP .25 BSPP K6R/M K6R/T

1.50” SAE Code 62 flange port body with reverse free flow check 
and gauge port.

 Mounting Holes:
Inch: .375-16 UNC-2B

x 15,7 mm. deep.
Metric: M10 x 1.50-6H

x 15,7 mm. deep.
2 places.

1.50” SAE Code 62
4–Bolt Flange Pattern

2 places.
CXJA–XCN

G 1

2

3

025,4 150,9 114,3

18,3 108,0 132,6 57,2

112,8

177,8

49,3

158,8

0

0

00

0

34,0
T–19A Cavity

Locating Shoulder
Depth 30,2 mm.

Mounting Hole
Di i

Port 3 Gauge Port
ALUMINIUM SG IRONg

Dimensions
Port 3 Gauge Port

Model Code List Price Model Code List Price

Inch SAE-6 .25 NPTF K66 K66/S

Metric .25 BSPP .25 BSPP K66/M K66/T

S
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9A

2

1

G

3

TYPICAL CARTRIDGES
USED WITH THIS BODY

RVIA - ∗∗∗ Page  1.19
RSJC - ∗∗∗ Page  2.07
SQJB - ∗∗∗ Page  2.09
RSJE - ∗∗∗ Page  2.11
Cartridge seal type determines
check valve seal type.

Instructions for ordering 
complete cartridge and body
assemblies. Page viii

Pressure ratings, material
specifications. Page 11.02

SAE Specifications. Page 11.03

2

1

G

3

TYPICAL CARTRIDGES
USED WITH THIS BODY

RVIA - ∗∗∗ Page  1.19
RSJC - ∗∗∗ Page  2.07
SQJB - ∗∗∗ Page  2.09
RSJE - ∗∗∗ Page  2.11
Cartridge seal type determines
check valve seal type.

Instructions for ordering 
complete cartridge and body
assemblies. Page viii

Pressure ratings, material
specifications. Page 11.02

SAE Specifications. Page 11.03



11.224UK Line Mount Catalogue 12/94 #999-901-101

CD #999-901-105 Rev. 01-JAN-95

LINE MOUNT BODIES
• Aluminium rated to 210 bar and SG Iron rated to 350 bar.

2.00” SAE Code 61 flange port body with reverse free flow check 
and gauge port.

23,9

0

0

0

2.00” SAE Code 61
4–Bolt Flange Pattern

2 places.

T–19A Cavity
Locating Shoulder
Depth 30,2 mm.

CXJA–XCN

 Mounting Holes:
Inch: .375-16 UNC-2B

x 15,7 mm. deep.
Metric: M10 x 1.50-6H

x 15,7 mm. deep.
2 places.

  

G 1

2

3

0

0

0

57,276,2

112,8

177,8

114,3

47,8

158,8

125,5

88,1 107,218,3

Mounting Hole
Di i

Port 3 Gauge Port
ALUMINIUM SG IRONg

Dimensions
Port 3 Gauge Port

Model Code List Price Model Code List Price

Inch SAE-6 .25 NPTF K6S K6S/S

Metric .25 BSPP .25 BSPP K6S/M K6S/T

2.00” SAE Code 62 flange port body with reverse free flow check 
and gauge port.

 Mounting Holes:
Inch: .375-16 UNC-2B

x 15,7 mm. deep.
Metric: M10 x 1.50-6H

x 15,7 mm. deep.
2 places.

0

ÁÁÁÁÁ ÁÁ
0

0

2.00” SAE Code 62
4–Bolt Flange Pattern

2 places.

T–19A Cavity
Locating Shoulder
Depth 30,2 mm.

CXJA–XCN

  

0
0

G 1

2

0

3

16,0

122,2

187,5
76,2

152,4

57,2

168,1

18,3 108,0

150,9

132,6

Mounting Hole
Di i

Port 3 Gauge Port
ALUMINIUM SG IRONg

Dimensions
Port 3 Gauge Port

Model Code List Price Model Code List Price

Inch SAE-6 .25 NPTF K68 K68/S

Metric .25 BSPP .25 BSPP K68/M K68/T
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3

TYPICAL CARTRIDGES
USED WITH THIS BODY

RVIA - ∗∗∗ Page  1.19
RSJC - ∗∗∗ Page  2.07
SQJB - ∗∗∗ Page  2.09
RSJE - ∗∗∗ Page  2.11
Cartridge seal type determines
check valve seal type.

Instructions for ordering 
complete cartridge and body
assemblies. Page viii

Pressure ratings, material
specifications. Page 11.02

SAE Specifications. Page 11.03

2

1

G

3

TYPICAL CARTRIDGES
USED WITH THIS BODY

RVIA - ∗∗∗ Page  1.19
RSJC - ∗∗∗ Page  2.07
SQJB - ∗∗∗ Page  2.09
RSJE - ∗∗∗ Page  2.11
Cartridge seal type determines
check valve seal type.

Instructions for ordering 
complete cartridge and body
assemblies. Page viii

Pressure ratings, material
specifications. Page 11.02

SAE Specifications. Page 11.03



11.225UK Line Mount Catalogue 12/94 #999-901-101

CD #999-901-105 Rev. 01-JAN-95

LINE MOUNT BODIES
Aluminium rated to 210 bar and SG Iron rated to 350 bar.

Body with reverse free flow check and gauge port
for reducing applications.

2

G1

0

00

3

0

CXID-XCN

28,7

Mounting Holes:
10,7 mm. diameter

through hole.
2 places.

112,0

165,0
177,8

158,0

38,0100,0

12,7

47,8

101,6

152,476,2

Ports
1 & 2 Port 3 Gauge Port

ALUMINIUM SG IRON
1 & 2 Port 3 Gauge Port

Model Code List Price Model Code List Price

.75 NPTF .25 NPTF .25 NPTF K2D K2D/S

1.00 NPTF .25 NPTF .25 NPTF K2E K2E/S

1.25 NPTF .25 NPTF .25 NPTF K2F K2F/S

SAE-12 SAE-6 .25 NPTF K2L K2L/S

SAE-16 SAE-6 .25 NPTF K2M K2M/S

SAE-20 SAE-6 .25 NPTF K2N K2N/S

.75 BSPP .25 BSPP .25 BSPP K2W K2W/S

1.00 BSPP .25 BSPP .25 BSPP K2X K2X/S

1.25 BSPP .25 BSPP .25 BSPP K2Y K2Y/S

Body with high capacity port 3 reverse free flow check
and gauge port for reducing/relieving applications.

2

G1

0
0

0

3

0
28,7

T-19A  Cavity
Locating Shoulder
Depth 31,0 mm.

Mounting Holes:
10,7 mm. diameter

through hole.
2 places.

CXID-XCN

0

0

0

38,0

12,7

47,8

112,0

165,0
158,0

100,0

101,6
152,476,2

38,0

47,8

177,8

Ports
1 & 2 Port 3 Gauge Port

ALUMINIUM SG IRON
1 & 2 Port 3 Gauge Port

Model Code List Price Model Code List Price

.75 NPTF .75 NPTF .25 NPTF K4D K4D/S

1.00 NPTF .75 NPTF .25 NPTF K4E K4E/S

1.25 NPTF .75 NPTF .25 NPTF K4F K4F/S

SAE-12 SAE-12 .25 NPTF K4L K4L/S

SAE-16 SAE-12 .25 NPTF K4M K4M/S

SAE-20 SAE-12 .25 NPTF K4N K4N/S

.75 BSPP .75 BSPP .25 BSPP K4W K4W/S

1.00 BSPP .75 BSPP .25 BSPP K4X K4X/S

1.25 BSPP .75 BSPP .25 BSPP K4Y K4Y/S

S
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TYPICAL CARTRIDGES
USED WITH THIS BODY

PPJB - ∗∗∗ Page  3.11
PPJC - ∗∗∗ Page  3.13
Cartridge seal type determines
check valve seal type.

Instructions for ordering 
complete cartridge and body
assemblies. Page viii

Pressure ratings, material
specifications. Page 11.02

2

G

3

1

TYPICAL CARTRIDGES
USED WITH THIS BODY

PPJB - ∗∗∗ Page  3.11
PPJC - ∗∗∗ Page  3.13
Cartridge seal type determines
check valve seal type.

Instructions for ordering 
complete cartridge and body
assemblies. Page viii

Pressure ratings, material
specifications. Page 11.02

l

0

0

0 T-19A  Cavity
Locating Shoulder
Depth 31,0 mm.

47,8

38,0



11.226UK Line Mount Catalogue 12/94 #999-901-101

CD #999-901-105 Rev. 01-JAN-95

LINE MOUNT BODIES
• Aluminium rated to 210 bar and SG Iron rated to 350 bar.

1.25” SAE Code 61 flange port body with reverse free flow check 
and gauge port for reducing applications.

28,7
1.25” SAE Code 61

4–Bolt Flange Pattern
2 places.

0

0

G 1

2

3

125,5 101,6

18,3 88,1 107,2 50,870,0

44,5

155,4

109,5

174,8

CXID-XCN

0

0

00T–19A Cavity
Locating Shoulder
Depth 30,2 mm.

 Mounting Holes:
Inch: .375-16 UNC-2B

x 15,7 mm. deep.
Metric: M10 x 1.50-6H

x 15,7 mm. deep.
2 places.

Mounting Hole
Di i

Port 3 Gauge Port
ALUMINIUM SG IRONg

Dimensions
Port 3 Gauge Port

Model Code List Price Model Code List Price

Inch SAE-6 .25 NPTF K2Q K2Q/S

Metric .25 BSPP .25 BSPP K2Q/M K2Q/T

1.25” SAE Code 62 flange port body with reverse free flow check 
and gauge port for reducing applications.

1
44,5

1.25” SAE Code 62
4–Bolt Flange Pattern

2 places.

T–19A Cavity
Locating Shoulder
Depth 30,2 mm.

 Mounting Holes:
Inch: .375-16 UNC-2B

x 15,7 mm. deep.
Metric: M10 x 1.50-6H

x 15,7 mm. deep.
2 places.

28,7 0

0

G

2

3

125,5 101,6

18,3 88,1 107,2 50,870,0

155,4

109,5

174,8

0

00

CXID-XCN

Mounting Hole
Di i

Port 3 Gauge Port
ALUMINIUM SG IRONg

Dimensions
Port 3 Gauge Port

Model Code List Price Model Code List Price

Inch SAE-6 .25 NPTF K25 K25/S

Metric .25 BSPP .25 BSPP K25/M K25/T

S
er

ie
s 

4 
 T

-1
9A

3

 1

G

2

TYPICAL CARTRIDGES
USED WITH THIS BODY

PBJB - ∗∗∗ Page 3.07
PBJC - ∗∗∗ Page 3.09
Cartridge seal type determines
check valve seal type.

Instructions for ordering 
complete cartridge and body
assemblies. Page viii

Pressure ratings, material
specifications. Page 11.02

SAE Specifications. Page 11.03

3

 1

G

2

TYPICAL CARTRIDGES
USED WITH THIS BODY

PBJB - ∗∗∗ Page 3.07
PBJC - ∗∗∗ Page 3.09
Cartridge seal type determines
check valve seal type.

Instructions for ordering 
complete cartridge and body
assemblies. Page viii

Pressure ratings, material
specifications. Page 11.02

SAE Specifications. Page 11.03



11.227UK Line Mount Catalogue 12/94 #999-901-101

CD #999-901-105 Rev. 01-JAN-95

LINE MOUNT BODIES
• Aluminium rated to 210 bar and SG Iron rated to 350 bar.

1.50” SAE Code 61 flange port body with reverse free flow check
and gauge port for reducing applications.
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T–19A Cavity
Locating Shoulder
Depth 30,2 mm.

 Mounting Holes:
Inch: .375-16 UNC-2B

x 15,7 mm. deep.
Metric: M10 x 1.50-6H

x 15,7 mm. deep.
2 places.

1.50” SAE Code 61
4–Bolt Flange Pattern

2 places.
CXID-XCN

Mounting Hole
Di i

Port 3 Gauge Port
ALUMINIUM SG IRONg

Dimensions
Port 3 Gauge Port

Model Code List Price Model Code List Price

Inch SAE-6 .25 NPTF K2R K2R/S

Metric .25 BSPP .25 BSPP K2R/M K2R/T

1.50” SAE Code 62 flange port body with reverse free flow check
and gauge port for reducing applications.

1.50” SAE Code 62
4–Bolt Flange Pattern

2 places.

T–19A Cavity
Locating Shoulder
Depth 30,2 mm.

 Mounting Holes:
Inch: .375-16 UNC-2B

x 15,7 mm. deep.
Metric: M10 x 1.50-6H

x 15,7 mm. deep.
2 places.

G 1

2

3

025,4 150,9 114,3

18,3 108,0 132,6 2.25

112,8

177,8

49,3

158,8

0

0

00

0

CXID–XCN

Mounting Hole
Di i

Port 3 Gauge Port
ALUMINIUM SG IRONg

Dimensions
Port 3 Gauge Port

Model Code List Price Model Code List Price

Inch SAE-6 .25 NPTF K26 K26/S

Metric .25 BSPP .25 BSPP K26/M K26/T
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TYPICAL CARTRIDGES
USED WITH THIS BODY

PBJB - ∗∗∗ Page 3.07
PBJC - ∗∗∗ Page 3.09
Cartridge seal type determines
check valve seal type.

Instructions for ordering 
complete cartridge and body
assemblies. Page viii

Pressure ratings, material
specifications. Page 11.02

SAE Specifications. Page 11.03
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TYPICAL CARTRIDGES
USED WITH THIS BODY

PBJB - ∗∗∗ Page 3.07
PBJC - ∗∗∗ Page 3.09
Cartridge seal type determines
check valve seal type.

Instructions for ordering 
complete cartridge and body
assemblies. Page viii

Pressure ratings, material
specifications. Page 11.02

SAE Specifications. Page 11.03



11.228UK Line Mount Catalogue 12/94 #999-901-101

CD #999-901-105 Rev. 01-JAN-95

LINE MOUNT BODIES
• Aluminium rated to 210 bar and SG Iron rated to 350 bar.

1.50” SAE Code 61 flange port body with high capacity port 3 reverse
free flow check and gauge port for reducing/relieving applications.
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 Mounting Holes:
Inch: .375-16 UNC-2B

x 15,7 mm. deep.
Metric: M10 x 1.50-6H

x 15,7 mm. deep.
2 places.

0

037,3

T–19A Cavity
Locating Shoulder
Depth 52,3 mm.

1.50” SAE Code 61
4–Bolt Flange Pattern

3 places.

CXID-XCN

Mounting Hole
Di i

Gauge Port
ALUMINIUM SG IRONg

Dimensions
Gauge Port

Model Code List Price Model Code List Price

Inch .25 NPTF K4R K4R/S

Metric .25 BSPP K4R/M K4R/T

1.50” SAE Code 62 flange port body with high capacity port 3 reverse
free flow check and gauge port for reducing/relieving applications.
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T–19A Cavity
Locating Shoulder
Depth 60,5 mm.

1.50” SAE Code 62
4–Bolt Flange Pattern

3 places.

 Mounting Holes:
Inch: .375-16 UNC-2B

x 15,7 mm. deep.
Metric: M10 x 1.50-6H

x 15,7 mm. deep.
2 places.
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Mounting Hole
Di i

Gauge Port
ALUMINIUM SG IRONg

Dimensions
Gauge Port

Model Code List Price Model Code List Price

Inch .25 NPTF K46 K46/S

Metric .25 BSPP K46/M K46/T
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TYPICAL CARTRIDGES
USED WITH THIS BODY

PPJB - ∗∗∗ Page  3.11
PPJC - ∗∗∗ Page  3.13
Cartridge seal type determines
check valve seal type.

Instructions for ordering 
complete cartridge and body
assemblies. Page viii

Pressure ratings, material
specifications. Page 11.02

SAE Specifications. Page 11.03
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TYPICAL CARTRIDGES
USED WITH THIS BODY

PPJB - ∗∗∗ Page  3.11
PPJC - ∗∗∗ Page  3.13
Cartridge seal type determines
check valve seal type.

Instructions for ordering 
complete cartridge and body
assemblies. Page viii

Pressure ratings, material
specifications. Page 11.02

SAE Specifications. Page 11.03



11.229UK Line Mount Catalogue 12/94 #999-901-101

CD #999-901-105 Rev. 01-JAN-95

LINE MOUNT BODIES
• Aluminium rated to 210 bar and SG Iron rated to 350 bar.

2.00” SAE Code 61 flange port body with high capacity port 3 reverse
free flow check and gauge port for reducing/relieving applications.
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1.50” SAE Code 61
4–Bolt Flange Pattern

 Mounting Holes:
Inch: .375-16 UNC-2B

x 15,7 mm. deep.
Metric: M10 x 1.50-6H

x 15,7 mm. deep.
2 places.

2.00” SAE Code 61
4–Bolt Flange Pattern

2 places.

T–19A Cavity
Locating Shoulder
Depth 52,3 mm.

Mounting Hole
Di i

Port 3
SAE Code 61 Gauge Port

ALUMINIUM SG IRONg
Dimensions SAE Code 61 Gauge Port

Model Code List Price Model Code List Price

Inch 1.50” .25 NPTF K4S K4S/S

Metric 1.50” .25 BSPP K4S/M K4S/T

2.00” SAE Code 62 flange port body with high capacity port 3 reverse
free flow check and gauge port for reducing/relieving applications.

T–19A Cavity
Locating Shoulder
Depth 60,5 mm.

 Mounting Holes:
Inch: .375-16 UNC-2B

x 15,7 mm. deep.
Metric: M10 x 1.50-6H

x 15,7 mm. deep.
2 places.
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2.00” SAE Code 62
4–Bolt Flange Pattern

2 places.

CXID-XCN

1.50” SAE Code 62
4–Bolt Flange Pattern

Mounting Hole Port 3
SAE C d 62 Gauge Port

ALUMINIUM SG IRONMounting Hole
Dimensions

Port 3
SAE Code 62 Gauge Port

Model Code List Price Model Code List Price

Inch 1.50” .25 NPTF K48 K48/S

Metric 1.50” .25 BSPP K48/M K48/T
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TYPICAL CARTRIDGES
USED WITH THIS BODY

PPJB - ∗∗∗ Page  3.11
PPJC - ∗∗∗ Page  3.13
Cartridge seal type determines
check valve seal type.

Instructions for ordering 
complete cartridge and body
assemblies. Page viii

Pressure ratings, material
specifications. Page 11.02

SAE Specifications. Page 11.03

3

 1

G

 2

TYPICAL CARTRIDGES
USED WITH THIS BODY

PPJB - ∗∗∗ Page  3.11
PPJC - ∗∗∗ Page  3.13
Cartridge seal type determines
check valve seal type.

Instructions for ordering 
complete cartridge and body
assemblies. Page viii

Pressure ratings, material
specifications. Page 11.02

SAE Specifications. Page 11.03



11.230UK Line Mount Catalogue 12/94 #999-901-101

CD #999-901-105 Rev. 01-JAN-95

LINE MOUNT BODIES
• Aluminium rated to 210 bar and SG Iron rated to 350 bar.

2.00” SAE Code 61 flange port body with reverse free flow check
and gauge port for reducing applications.
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T–19A Cavity
Locating Shoulder
Depth 30,2 mm.

2.00” SAE Code 61
4–Bolt Flange Pattern

2 places.

 Mounting Holes:
Inch: .375-16 UNC-2B

x 15,7 mm. deep.
Metric: M10 x 1.50-6H

x 15,7 mm. deep.
2 places.

Mounting Hole
Di i

Port 3 Gauge Port
ALUMINIUM SG IRONg

Dimensions
Port 3 Gauge Port

Model Code List Price Model Code List Price

Inch SAE-6 .25 NPTF K2S K2S/S
Metric .25 BSPP .25 BSPP K2S/M K2S/T

2.00” SAE Code 62 flange port body with reverse free flow check
and gauge port for reducing applications.
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2.00” SAE Code 62
4–Bolt Flange Pattern

2 places.

T–19A Cavity
Locating Shoulder
Depth 30,2 mm.

 Mounting Holes:
Inch: .375-16 UNC-2B

x 15,7 mm. deep.
Metric: M10 x 1.50-6H

x 15,7 mm. deep.
2 places.

0
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CXID-XCN

Mounting Hole
Di i

Port 3 Gauge Port
ALUMINIUM SG IRONg

Dimensions
Port 3 Gauge Port

Model Code List Price Model Code List Price

Inch SAE-6 .25 NPTF K28 K28/S

Metric .25 BSPP .25 BSPP K28/M K28/T
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TYPICAL CARTRIDGES
USED WITH THIS BODY

PBJB - ∗∗∗ Page 3.07
PBJC - ∗∗∗ Page 3.09
Cartridge seal type determines
check valve seal type.

Instructions for ordering 
complete cartridge and body
assemblies. Page viii

Pressure ratings, material
specifications. Page 11.02

SAE Specifications. Page 11.03
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TYPICAL CARTRIDGES
USED WITH THIS BODY

PBJB - ∗∗∗ Page 3.07
PBJC - ∗∗∗ Page 3.09
Cartridge seal type determines
check valve seal type.

Instructions for ordering 
complete cartridge and body
assemblies. Page viii

Pressure ratings, material
specifications. Page 11.02

SAE Specifications. Page 11.03


